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Company SPORTPLUS.PL is a leading manufacturer and supplier of professional sports equipment and equipment for sports
and auditorium facilities. We have been operating since 1998.
We offer professional equipment from conceptual design to comprehensive implementation. Our offer includes a wide range
of equipment and ﬁttings for sports facilities. We also equip educational and cultural facilities, such as university lecture
halls, cinemas, theaters, auditoriums, where we install ﬁxed and telescopic auditorium systems, auditorium seats, stage
and blackout curtain systems.
Our products belong to the PREMIUM segment, they are characterized by high quality of workmanship and attention to detail. All products have been developed by us based on our experience, implemented into serial production and are constantly
developed and adapted to new requirements and market trends.
We sell both wholesale and retail through our stationary store and also an online sports store, where our production offer
is extended with a whole range of complementary commercial products and sports accessories.
We conduct commercial activities both in Poland and abroad through the network of our companies in the Czech Republic
and Slovakia, as well as in cooperation with our foreign partners, who deliver and install our products.
This catalog covers the main part of our production offer, but does not exhaust the full range of our products. Our offer
is directed to both public and private clients. Investors, design ofﬁces, ofﬁces, local government units, schools and sports
clubs are welcome to contact us.
Our qualiﬁed staff is at your disposal.
With a sporty greeting
Szymon Niepsuj
Founder&CEO
with SPORTPLUS.PL Team
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Basketball | Ceiling mounted constructions with electric drive

Basketball | Ceiling mounted constructions with electric drive

Ceiling structures can be folded towards the center of the hall (below) or towards the rear (above)

Ceiling mounted basketball construction with electic drive
The ceiling mounted construction for basketball with an electric drive is attached to the supporting structure of the ceiling of a sports hall,
after an individual design has been prepared. It is made of tubular steel proﬁles, which guarantees full rigidity and stability. Metal elements
are powder coated or galvanized. It is primarily intended for use in sports halls with a length of more than 36.0 m and a height of the underside of ceiling components up to 10.0 m.
As a standard, the structure is folded towards the outside of the pitch (backwards), but in some cases, especially in halls with a length of
less than 36 m, we design baskets folded towards the pitch (forward), with individual folding geometry adjusted to the dimensions of the hall.
The suspended structure is lowered and lifted by means of steel cables, wound on the drum of the electric motor with a voltage of 230V P
= 410W. After lowering the board, it is placed vertically (the height of the rim in relation to the ground - 3.05 m / 2.60 m, equipped with a
height adjustment mechanism).
The motors are controlled by means of control buttons placed in cassettes or with wireless remote controls. The weight of one structure
lowered together with the board is 250 - 350 kg.
1.06.5
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Basketball | Ceiling mounted constructions with electric drive

Basketball | Vertically lifted constructions

Examples of ﬁxings of various types of structures in sports facilities

Vertically lifted basketball structure with electric drive
Allows to put the basketball backboard vertically up against the wall. The drive for lifting the
structure is an electric motor with a voltage of 230V, P = 410W. Made of proﬁles
steel closed, powder coated, ﬁxed to the structure
load bearing of the object. The construction materials used ensure safety and comfort of use, as
well as the stability of the boards with hoops.
Stability is achieved by installing additional lashings. Designed for mounting all types of backboards. The maximum projection of the structure is 550 cm.
1.06.4.2 Construction with a projection of
1.06.4.1 Construction with a projection
of 200 cm
200-400 cm
1.06.4.3 Construction with a projection of 400-550 cm
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Basketball | Wall-mounted constructions

Basketball | Wall-mounted constructions

Side folding basketball construction
Allows to fold the basketball backboard horizontally against the wall
by manually pulling the blockade with a special handle.
Made of closed steel proﬁles, powder coated, mounted to the supporting structure of the facility.
The construction materials used ensure safety and comfort of use, as
well as the stability of the boards with hoops. Projection: from 100 to
220 cm.
1.06.2.1

Projection up to 160 cm

1.06.2.2

Projection 160-220 cm

Side folding basketball construction with
lashings
The tilting basketball construction with lashings allows you to fold
the basketball backboard horizontally against the wall by manually
pulling the blockade with a special handle. The ﬁxed construction is
additionally secured by the mounting of wire ropes to the wall. Made
of closed steel proﬁles painted with powder varnish, it is attached to
the supporting structure of the facility. The construction materials
used ensure safety and comfort of use, as well as the stability of the
boards with hoops. Designed for mounting all types of backboards
with a distance of 220 to 550 cm from the front of the backboard to
the wall. It is also produced in a version where part of the structure
is permanently attached and part is folded to the wall. Each time, the
length of the structure is determined individually, after adjusting it to
the parameters of a sports hall.

1.06.3.1

Projection 220-330 cm

1.06.3.2

Projection 330-440 cm

1.06.3.3

Projection 440-550 cm

Option with an inclined frame

Fixed basketball construction
Made of closed steel proﬁles, powder coated, mounted to the supporting structure of the facility.
The construction materials used ensure safety and comfort of use, as
well as the stability of the boards with hoops.
Designed for mounting all types of backboards with a distance of up
to 100 cm between the front of the backboard and the wall.
1.06.1
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Basketball | Additional solutions

Basketball | Wall mounted construction - mounting examples
A basketball set suspended on gymnastic wall
bar
A basketball set hung on a gymnastic wall bar, intended for training in
gyms. Set include basketball board 90 cx 120cm ring with a net. It is
equipped with a steel holder for hanging on the rungs of gymnastic wall
bars. Construction of the hooks guarantees safe and stable
suspension. Set is easy to assemble and easy to store.

Height adjustment mechanism
Height adjustment mechanism for bastetball boards 90 x 120cm or
105 x 180cm. Construction of mechanics enables quick and easily
change the height of the basketball board in range 260 – 305cm.
This is done by manually turning the handle adjustment of the screw
handle with trapezoidal thread. Mechanism designed to be attached
to all types mounting structures in sports halls or playing ﬁelds

1.06.7.1

Construction with ﬁxed element, mounted between the pillars

Construction with height adjustment mechanism mounted to the pillar

1.04.1

Height adjustment mechanism for board
105 x 180 cm

1.04.2

Height adjustment mechanism for board
90 x 120 cm
Height adjustment mechanism for board
105 x 180 cm, galvanized, for two post
construction

1.04.5
1.04.4

Special structure ﬁxed to crossbeams

Height adjustment mechanism for board
90 x 120 cm, galvanized, SMART

Electric drive module of the height adjustment mechanism, electric motor
230V 180W, lowering / lifting time 17 seconds.
Construction mounted directly to the balcony

The module installed in the height adjustment mechanism of our production enables the automatic change of the height of the
board, instead of manually cranking the lifting bolt. Equipped with a 230V / 180W motor, control elements are included in the price engine, together with 1 piece of remote control. The engine can be controlled with a wireless remote control or a key switch
(place of installation chosen by the customer). The end positions are programmed. Full movement from one extreme position to
the second one, it takes approx. 17 seconds

1.04.3
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Basketball | Single and double posts basketball construction

Basketball | Single and double posts basketball construction

Two post basketball construction

Single post basketball construction

900

Single post basketball construction dedicated to basketball
boards with size 90 x 120 or 105 x 180cm. Made of steel,
galvanized, square proﬁle 100 x 100mm. Construction allows to
set basketball board on any height. Available extension length:
1,2m, 1,4m, 1,6m. Designed for outdoor use. Produced in two
versions for permanent installation or installation in ground
socket (dismounted). To basketball construction can be used
equally polyester or grating basketball boards and different
types of basketball rims in galvanized version. There is possibility
to use height adjustment mechanism, which allows to smooth
height regulation with necessity of changing extension height
on post.

1200
1400
1600

1.07.5

3050

1200

Two post basketball construction designed for basketball
boards with 105 x 180cm. Construction made of steel,
galvanized, square post 100 x 100mm. Construction allows to
set basketball board on any height. Available extension length:
1,2m, 1,4m, 1,6m, 2,2m. Designed for outdoor use. Produced
in two versions for permanent installation or installation in
ground socket (dismounted). To basketball construction can
be used equally polyester or grating basketball boards and
different types of basketball rims in galvanized version. There
is possibility to use height adjustment mechanism, which
allows to smooth height regulation with necessity of changing
extension height on post.

100 cm

1.07.1

50 cm

Steel gratting basketball board (VEMA type gratting)
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Basketball | Boards

Basketball | Boards
Professional basketball backboard, tempered
glass, dimensions 105 x 180 cm, thickness 12
mm
Professional basketball backboard, safety tempered glass, dimensions
105 x 180 cm and thickness 12 mm, mounted on a metal frame, no-hole system for ﬁxing the glass plate to the frame. The applied mounting
of the rim to the backboard structure makes it impossible to transfer
the board of loads acting on the rim to the board. For safety reasons, it
is recommended to mount the lower edge cover to the tempered glass
backboard.
Complies with FIBA regulations.

1.03.10 Board 105 x 180 cm, glass thickness 12 mm

Professional basketball backboards 105 x
180 cm and training boards 90 x 120 cm,
epoxy, on a hot-dip galvanized metal frame

Acrylic glass basketball backboards, dimensions 105 x 180 cm and 90 x 120 cm, mounted on a metal frame

The basketball backboard consists of an 18 mm thick opaque epoxy
board ﬁxed to the frame of the metal backboard, which is protected
against corrosion by hot dip galvanizing.
White plate, black marking.
Boards intended for outdoor playing ﬁelds.

Basketball backboards 105 x 180 cm / 90 x 120 cm, transparent acrylic glass, properly attached to the frame of the metal backboard. The
applied mounting of the rim to the backboard frame makes it impossible
to transfer the board of loads acting on the rim to the board. For safety
reasons, it is recommended to install a lower edge cover on the acrylic
board.

1.03.6 Training board 90 x 120 cm

1.03.11 Tempered glass board 105 x 180 cm, thickness 12 mm

1.03.7 Professional board 105 x 180 cm

1.03.2 Acrylic glass board 105 x 180 cm, thickness 10 mm
1.03.4 Acrylic glass board 90 x 120 cm, thickness 10 mm

Basketball backboards, steel, truss, dimensions 90 x 120 cm and 105 x 180 cm, on a metal
frame, hot-dip galvanized
Epoxy basketball backboards, dimensions
105 x 180 cm and 90 x 120 cm, mounted on a
metal frame

A steel truss backboard, dimensions 90 x 120 cm and 105 x 180 cm, on a metal frame made of a 50x30 mm proﬁle. Entirely made of steel,
inside the steel frame there is a pressed grille 77 x 33 mm (board 180x105) or 77 x 22 mm (board 120x90).
The whole is protected against corrosion by hot-dip galvanizing. The board is designed to be mounted on a single-post or double-post structure
on outdoor playgrounds.

Basketball backboards 105 x 180 cm and 90 x 120 cm, opaque epoxy
18 mm thick, ﬁxed to the frame of the metal backboard.
White plates, black marking.

1.03.5

Epoxy board 90 x 120 cm

1.03.3

Epoxy board 105 x 180 cm

1.03.8 Full-size board 105x180 cm
1.03.9 Training board 90 x 120 cm
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Basketball | Rings

Basketball | Accessories
Basketball post protection

1.07O.1

Made of foam covered with coated material, resistant to weather conditions;
Velcro fastening, height 200 cm. Available in many colours.

Basketball ring nets
We offer a wide selection of nets for
basketball rings. The models include
training, tournament and professional nets.
More at www.sportplus.com.pl

Basketball board pad
Tilting basketball ring, FLEXMATIC

1.01.3

Two-way tilting basketball ring, powder coated. Made of thick-walled steel pipe with a diameter of 20 mm, 12-point hookless net fastening
system. Dimensions and parameters in accordance with international FIBA regulations and the PN-EN 1270 standard.

Fixed basketball ring, PREMIUM

Made of polyurethane foam molded by injection
into a mold. Attached to the edge of an acrylic
board 90 x 120 cm or 105 x 180 cm, it ensures
safety during the game. Available in many colors.
FIBA standard.
1-20000

Basketball pad 105 x 180 cm

1-20001

Basketball pad 90 x 120 cm

1.01.1

The rim is made of sheet metal. 4 mm. It has a reinforcing collar that ensures its stiffness. NET-LOCK 12-point net attachment system. Powder
coated (color RAL 2004). Intended for boards installed in closed facilities (gyms, sports halls).

Fixed basketball ring, PREMIUM, hot-dip galvanized

1.01.2

The rim is made of sheet metal. 4 mm. It has a reinforcing collar that ensures its stiffness. The rim is protected against weather conditions by hotdip galvanizing. NET-LOCK 12-point net attachment system. Designed for boards installed in open space.
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Volleyball | Posts

Volleyball | Posts

Aluminum tournament volleyball posts, oval proﬁle 120x100 mm

Volleyball posts, aluminum 80x80 mm, universal, PREMIUM

Light, tournament volleyball posts equipped with a smooth adjustment of the net suspension.

Purpose: The set is intended for the main pitch in sports halls over 12 m wide and for training pitches
in halls over 24 m long. The posts can also be used on outdoor pitches.

Purpose: The set is intended for the main ﬁeld in sports halls with a width of over 12 m and for training ﬁelds in halls
with a length of more than 24 m. The posts can also be used on outdoor ﬁelds.
•

Made of ribbed aluminum proﬁle with a cross section of 120x100 mm

•

Tension sliding in the groove of the post proﬁle

•

• Smooth adjustment of the net in the range of 106 - 245 cm allows you to use the posts in other games of this
type (such as badminton), or to create a mini-volleyball ﬁeld

•

Satin surface in natural color

•

Posts do not require lashings from the ground

Aluminum proﬁle
120x100

• Compliance with PN-EN and FIVB standards
Post tensioning mechanism.
Post tensioning mechanism. Sliding tensioning mechanism, equipped
with rollers and polyamide washers to prevent friction between the
steel parts of the posts. The position is locked by means of plastic
knobs. Tensioning the line by means of the tension screw which is
covered with a proﬁle. Attachment crank included.
The torque is transferred via a universal joint which is integrated
with the tensioning bolt and placed in the mechanism.
The opposite post is equipped with a set of sliding bars with hooks.
Long top rail with two hooks spaced apart, bottom hook independently adjustable.

Made of reinforced aluminum square proﬁle 80x80 mm.

•

Net tension device (using a shielded trapezoidal bolt and a catch hook) is placed on the running
rail, outside the proﬁle. Winding crank included.

•

Drawbar hooks mounted on the opposite post (sliding).

•

The device has the ability to smoothly adjust the height of the net in the range of 106-245 cm
(universal use of the set: volleyball, tennis, badminton).

•

The posts do not require the use of lashings from the ground

•

FIVB standard
Steel proﬁle

2.01.2
90 x 90 mm

Reinforced aluminum proﬁle

Assembly sleeve for the universal post
80 x 80 mm
Assembly sleeve for ﬁxing a steel pole to the volleyball,
steel (90x90x3 mm), protected by hot-dip galvanization.
Permanently embedded in the substrate.

80 x 80 mm

2.02.1

Double-sided volleyball post, aluminum 80x80 mm, universal

Crank

Purpose: The set is intended for the main pitch in sports halls over 12 m wide and for
training pitches in halls over 24 m long. The posts can also be used on outdoor pitches.
The post is equipped with stretching elements on its both sides, which allows the use of one
common post for consecutive adjacent training pitches.

Aluminum proﬁle
Ø108x129 mm

Assembly sleeve for a professional
aluminum post 120x100 mm

2.01.7

•

•

Made of reinforced aluminum square proﬁle 80x80 mm.

•

Satin surface of the post in natural color, all metal parts galvanized.

•

Sliding tensioning mechanism, equipped with polyamide rolls to
prevent friction between the steel parts of the posts. The net
rope tension screw with the integrated universal joint hidden inside the proﬁle.

•

Attachment crank included. In the opposite side of post, set of
rails with hooks, installed in additional furrow.

•

Six-point net ﬁxing system. Net height adjustment in the range
of 106-245 cm.

2.02.7

Designed to attach a professional aluminum volleyball post
with internal tension. Made of an aluminum pipe, permanently
embedded in the ground.

Proﬁl aluminiowy
wzmocniony
dwustronny

2.01.8
80 x 80 mm
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Volleyball | Posts

Volleyball | Posts
Volleyball posts, steel proﬁle 80x80 mm, universal, PREMIUM
Purpose: The set is intended for the main pitch in sports halls over 12 m wide and for training pitches
in halls over 24 m long. The posts can also be used on outdoor pitches.
•

Made of steel square proﬁle 80x80 mm

•

Hot dip galvanized, corrosion resistance

•

Universal, able to hanging the net at a height of 106-245 cm, at any angle (the set can be used
in such disciplines as volleyball, tennis, badminton)

•

Lashing from the ground is not required

•

FIVB standard
Steel proﬁle

90 x 90 mm

2.01.1
Steel proﬁle

80 x 80 mm

Assembly sleeve for the universal
post 80 x 80 mm
Assembly sleeve for ﬁxing a steel pole to the volleyball,
steel (90x90x3 mm), protected by hot-dip galvanization.
Permanently embedded in the substrate.
We offer a lid as an option for the sleeves.

Wall mounted rail set with tension system
A set of rails intended for smaller sports and gyms, 2.01.6
the possibility of playing volleyball or badminton without
interfering with the facility’s f loor.
Rails attached to opposite walls act as guides for the tensioning
device and catch hooks.
Steel, made of a 30x30 mm proﬁle, powder coated. The structure
allows to freely change the height of the net in the range from
106 to 245 cm from the ground.

Aluminum volleyball posts SP PRO with
internal tension and crank system of net
height adjustment
Made of a multi-chamber aluminum proﬁle with
external dimensions of 120 x 100 mm. The screw-sliding tensioning mechanism on polyamide rollers
allows for tensioning the net
and then mechanical adjustment
of its height without the need to
loosen it. Satin surface of the
post in a natural color, all metal
parts galvanized. Crank included
for tensioning (used to tighten
the line and to adjust the height
of the net). In the opposite pillar, a similarly sliding bar with
hooks. Six-point net edge ﬁxing
system. Net height adjustment
in the range of 106-245 cm.
The set is intended for use on
outdoor ﬁelds and sports halls.
FIVB standard.

Mobile volleyball
free-standing.

posts

(with

weights),

2.01.4

The set consists of a pair of steel posts (enabling smooth
adjustment of the net height) mounted
on the base with suitcase weights
(6x30 = 180 kg per 1 post), ensuring
the stability of the set. A set of wheels
allows the posts to be transported.
Special handles on the bars guarantee a
safe way of mounting the weights.

New product - available soon!

2.02.1

2.01.3
The tensioning mechanism can
be locked in the post rail with the
eccentric clamping lever (available
as an option).

Volleyball posts on a frame base, screwed to the
ground
Steel posts made of a special square proﬁle 80x80 mm, set on a frame base, enabling quick and safe installation to the floor using knob
screws screwed into metal plates embedded in the floor. The system
is intended mainly for use in sports halls where the installation of the
sleeve is difﬁcult, e.g. in the case of halls on the ceiling.

The above solution makes it possible to hang the net at any height
(universal use of the set: volleyball, tennis, badminton).

The post is ﬁxed to the ground with a knob screw, screwed into the
metal plates embedded in the sports hall floor. The large surface of
the bottom frame proﬁles lies safely on the ﬂoor, without the risk
of damaging its surface. After dismantling with the posts, you can
drive to the warehouse using plastic wheels located at the back of
the frame.

Volleyball wall mounted rail protection 2.03.5

The construction of the posts allows you to set the net at any height
in the range of 106 - 245 cm, which allows them to be used for
playing volleyball, tennis or badminton.

Made of T25 foam on plywood structure, covered with PVC
material, in the color from the available palette. They eliminate
the possibility of injuries and ensure the safe use. Height=2 m
.

2.01.5

20

Complete offer available on our website: www.sportplus.com.pl

21

Volleyball | Accessories

Volleyball | Accessories

Folding volleyball referee stand with smooth
height adjustment of the platform and wheels for
transportation.
Made of thin-walled steel proﬁles, the main structure is powder coated,
moving parts are electro-galvanized. The platform is made of non-slip
plywood. It has smooth adjustment of the height of the platform in the
range from 100 to 145 cm and wheels for easy transport. Fastening
to the post with Velcro. Access to the platform from the rear. When
folded, its thickness is approx. 16 cm, which facilitates transport and
storage.

Volleyball referee stand protection
The protection of the referee’s stand for volleyball made of a 5
cm thick foam covered with synthetic leather on a strengthening
structure. Fastened with Velcro. Available colors according to the
template, standard: blue, gray, green, red, yellow,
2.03.8
orange. Logo printing possible.

Suction cup for removing the lids

2.05.2

Volleyball posts protection
120x100 mm

Volleyball posts protection
PREMIUM

The protection of the tournament volleyball
posts are made of a 5 cm thick foam covered
with synthetic leather on a reinforcing
structure, fastened with Velcro. Available in
a variety of colors.

Protection for volleyball posts 80x80 mm.
Made of polyurethane PU foam,
in the form of a one-piece cast (shape C).

The lid for masking the sleeve of
the square steel post

The lid for masking the sleeve
of the oval aluminum post

2-122

2.03.4

Device for quick removal of lids from ﬂoor
frames.
SKX.0001

A steel lid for masking the 80x80 mm
steel post sleeve, intended for mounting on
outdoor ﬁelds.

2.02.2

Instrument for measuring the net height

A lid for masking the aluminum post sleeve
on an outdoor pitch with a grass or asphalt
surface.

2.02.9

Made of a steel tube, powder coated, foldable.
2-10201

2.06.3
Net hanger
A universal hanger for a volleyball,
tennis and badminton net, enabling
quick unwinding and rolling of the
net and its storage.

Trolley for volleyball posts

PU frame with a lid to mask the sleeve.

Metal trolley, mobile on wheels. Designed for the transport and
storage of 3 pairs of volleyball posts.

PU frame with a lid to mask the sleeve of
an aluminum or steel post, intended for
embedding and pouring mass on outdoor
playgrounds with a polyurethane surface.

2.06.1

2.02.4

Floor frame with a lid
Plywood f loor lid, to cover sleeves set
in the f loor in order to seat the post
mounting sleeves, mounted on a steel,
electro-galvanized frame, screwed to the
f loor.

2.02.3

2.06.2
Holder for tennis,
volleyball and badminton
posts.
A handle for convenient storage of
the posts.

22

Complete offer available on our website: www.sportplus.com.pl

23

Volleyball | Beach volleyball posts and accessories

Volleyball | Beach volleyball posts and accessories
Beach volleyball post, made of square aluminium proﬁle, PREMIUM
•

Post made of aluminium proﬁle 80 x 80mm, powder painted RAL 1023,

•

Net tension device placed on movable rail in the proﬁle groove, Tension allows smooth adjustment of net height
in range 106 – 245cm, universal use volleyball, badminton, tennis.

•

Posts do not require lashings from the ground

•

Made in accordance with FIVB norm

2.01.2P
Sleeve for the post 80x80
(length 100 cm)
Steel proﬁle

Special T-type sleeve
embedded in the sand

Mounting sleeve 100 cm long,
designed for ﬁxing 80x80 post in the
ground.

Steel post mounting sleeve (proﬁle 90
x 90 mm), steel, complete with wooden
beams, version for beach volleyball.
Removable.

Made of steel (proﬁle 90x90 mm),
protected by hot-dip galvanizing.
Sleeve is installed in the concrete
foot, under the sand.

90 x 90 mm

2.02.5

2.02.6

Tournament aluminum beach volleyball posts, proﬁle 120x100 mm, PREMIUM
•

Professional beach volleyball posts equipped with a smooth adjustment of the net height.

•

Made of ribbed aluminum proﬁle with a cross section of 120x100 mm

•

Smooth net adjustment in the range of 106 - 245 cm.

•

The posts are powder coated in yellow RAL 1023.

•

The posts do not require the use of lashings from the ground.

•

Compliance with PN-EN and FIVB standards.

2.01.7P

Aluminum proﬁle

Beach volleyball referee
stand

Protection for beach
volleyball posts

Made of thin-walled steel pipes,
powder coated. It has a mechanical
height adjustment of the platform
and wheels for easy transport.

Protection for the tournament
posts for volleyball (5 cm thick
foam covered with synthetic
leather), fastened with Velcro.

2.05.3

Assembly sleeve for
aluminum post 120x100 mm

Special T type sleeve,
mounted in the sand

Designed
to
aluminum beach post 100x120 mm to
concrete lenghtened.

Mounting sleeve for the aluminum post,
made of steel, complete with wooden
beams, version for beach volleyball.
Removable.

The length of the sleeve is 100 cm,
which allows the sleeve to be embedded in the ground (under a layer of
sand). Permanently installed.

Beach volleyball nets
2-30001 Black, professional net with antennas, steel or Kevlar
rope. 8.5 x 1 m, PP, stiffened sides.
Black training net. 8.5 x 1 m, PP, strand thickness
2-30000 3 mm.

2.03.4

Courtlines for marking the playing ﬁeld

2.02.8

2.04.2 Tape for marking the

playing ﬁeld (8 x 16 m).
Set include assembling
pins.

2-10209 Beach volleyball court lines
8 x 16 m, with wooden
elements to be placed in
the sand.

2.02.10
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Handball| Goals

Handball | Goals

Goals 2x3 m, professional, steel, PREMIUM

Goals 2x3 m, professional, aluminum, PREMIUM

Made and marked according to IHF standard. As standard, they are made in blue, available
in red or black on request.

Made and marked according to IHF standard. As standard, they are made in blue,
available in red or black on request.

Steel

3.01.1
80x80 mm

Handball goals 2x3 m, professional, steel. All steel parts are
galvanized. Made of 80x80 mm proﬁle, with folded arches. The
main frame is fully welded.

Standard goals are available in the following depths:
A - depth 1200 mm at the bottom / 1000 mm at the top
B - depth 1000 mm below / 800 mm above
C - depth 800 mm below / 600 mm above
D - depth 500 mm
PX - wall brackets with a length L = X [mm] (for goals in the wall variant)
SX - side-folded brackets with a length L = X [mm] (for the back-to-wall option)
The offer includes a wide selection of goal nets. With and without a ball catcher. Sewn to
any depth and size. MORE AT WWW.SPORTPLUS.COM.PL

Aluminum

Fixed with metal
plates
(art. no. 3.02.1)
(art. no. 3.02.3)

Fixed with pins
(art. no. 3.02.2)

For ﬁxing the net to the frame, durable copolymer
holders for ﬁxing the edge of the net, type UMOS,
60x20 mm, are provided.
The back arches are made of a 35x35 mm steel proﬁle,
hot-dip galvanized. The foldable structure of the arches
allows assembly and disassembly for the purpose of
storing the goals. The goals are designed to be installed
in the hall and outdoor pitches.

3.01.2
80x80 mm

Aluminum

Professional aluminum handball goals 2x3 m, all galvanized steel
elements, proﬁle 80 x 80 mm, with folding arches. The main
frame is fully welded.

Professional aluminum handball goals 2x3 m, all galvanized steel

3.01.8 elements, proﬁle 80 x 80 mm, with folding arches. The main
80x80 mm

frame is screwed together at the corners.

Standard goals are available in the following depths:
A - depth 1200 mm at the bottom / 1000 mm at the top
B - depth 1000 mm below / 800 mm above
C - depth 800 mm below / 600 mm above
D - depth 500 mm
PX - wall brackets with a length L = X [mm] (for goals in the wall variant)
SX - side-folded brackets with a length L = X [mm] (for the back-to-wall option)

Fixed with metal
plates
(art. no. 3.02.1)
(art. no. 3.02.3)

Fixed with pins
(art. no. 3.02.2)

For ﬁxing the net to the frame, durable copolymer holders
for ﬁxing the edge of the net, type UMOS, 60x20 mm, are
provided.
The rear arches are made of a bent steel proﬁle 35 x 35
mm. Their foldable structure allows for quick assembly and
disassembly for storing the goals.
The goals are designed to be installed in the hall and
outdoor pitches.

Metal plates are used when mounting the goal to the ﬂoor of the facility
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Handball | Goals
Aluminum sleeved handball goals (2 x 3 m) with a scre3.01.3
wed aluminum frame, ribbed proﬁle
Aluminum

80x80 mm

For open-air sports facilities, we recommend that the goals be
ﬁxed with ﬁxing sleeves.
Steel proﬁle

90 x 90 mm

Examples of goal ﬁxings directly to the object’s wall

Professional 2x3 aluminum handball goals with sleeves.
The main frame is made of a ribbed aluminum proﬁle 80x80 mm, marked
in blue. The arches are made of a thin-walled 35x35 mm proﬁle, foldable.
The net is attached with UMOS plastic holders.
Frame posts extended to be embedded in sleeves embedded in the
ground.

Standard goals are available in the following depths:
A - depth 1200 mm at the bottom / 1000 mm at the top - four ﬁxing points
B - depth 1000 mm below / 800 mm above - four ﬁxing points
C - depth 800 mm below / 600 mm above - four ﬁxing points
D - 500 mm deep - two ﬁxing points

Universal mounting
sleeve with a
2.02.1
proﬁle of 80 x 80 mm
Mounting sleeve for ﬁxing
the goal, steel (90x90x3
mm), protected by hot-dip
galvanization.
Permanently
embedded in the substrate.

Fixed goal arches
The goals can be equipped with goal arches in a ﬁxed version, without the possibility of folding, which
are characterized by increased stiffness, which increases their resistance to vandalism.

Aluminium reinforced beach handball goals 2x3 m
Special, reinforced structures designed for playing handball on sand. The reinforced
main frame is made of a special 80x80 mm ribbed aluminum proﬁle and is connected at
the corners with a special steel element. Folding goal arches, hot-dip galvanized, made
of a 35x35 mm proﬁle. The foldable structure of the arches enables easier assembly
and disassembly as well as the storage of the goals. All steel elements of the goal are
protected against weather conditions by hot-dip galvanizing.
The goal is mounted with the use of special T-type sleeves that do not require concreting in the ground.

3.01.5
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Special sleeve mounted in the sand
Mounting sleeve (proﬁle 90 x 90 mm), steel, complete
with wooden edge elements.

90 x 90 mm

2.02.6
Complete offer available on our website: www.sportplus.com.pl
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Tennis, badminton | Badminton posts and accessories
Mobile badminton stands with
load

Badminton posts mounted in sleeves
Made of 40 x 40 mm steel proﬁle, electro-galvanized, mounted in sleeves embedded in the ﬂoor of the hall or court.

Made of steel, galvanized posts. The height
of the post is regulated by a removable foot.
They have wheels for transport. Each post
is equipped with bars

Tennis posts 120x100 mm
Made of aluminum proﬁle 120 x 100 mm, mounted in
the sleeves embedded in the ﬂoor of the hall or open
ﬁeld. Equipped with an internal tensioning device.
Attachment hooks on the opposite post.

4.01.2

weighing approx. 30 kg.

10.02.1

weighing approx. 60 kg.

10.02.2

weighing approx. 90 kg.

10.02.3

10.01.1

Mounting sleeve for badminton post
Mounting sleeve for ﬁxing a steel badminton
post with a masking lid.

Assembly sleeve for a professional
aluminum post 120x100 mm
Designed to attach a professional aluminum
post. Made of an aluminum pipe, permanently
embedded in the ground.

10.01.2

2.02.7

10.02.3

Tennis posts 80x80 mm

Assembly sleeve for the universal
Made of 80 x 80 mm aluminum proﬁle, mounted in post 80 x 80 mm
the sleeves embedded in the ﬂoor of the hall or open
ﬁeld. Equipped with an internal tensioning device.
Attachment hooks on the opposite post.

4.01.1

Mounting sleeve for ﬁxing a steel tennis post, steel
(90x90x3 mm), protected by hot-dip galvanization.
Permanently embedded in the substrate.

Tennis nets
4-802 Black net, thickness 2.3 mm lines, PP
4-803 Black net, thickness 3 mm lines, PP

Center strap
Center strap with load or
ground peg.
4.02.4

4-8081 Black net, thickness cables 2.5 mm, PE

Single net support

4-904 Black / green net, thickness weave 3mm

Made of steel tube,
powder coated or hot dip
galvanized.
4.02.2

4-910

30

2.02.1

PE, double rows
White net, thickness weave mesh 3 mm,

Tennis and badminton referee
stand
The judge’s stand is made of closed, powder
coated steel proﬁles. Equipped with a plastic
seat with backrest.
The stand is foldable, which facilitates its
storage.
The stand protection visible on the photo is
available as an option.

4.02.1

Badminton nets
10-F1PE-B White badminton net
10-F1PE-Z

Green or black badminton net

Badminton court boundary
tape
Badminton court boundary tape. Blue
color. The tape comes complete with
pegs for ﬁxing.

10.03.1
Complete offer available on our website: www.sportplus.com.pl
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Gymnastics | Bars, brackets
Vertical gymnastic bars

Horizontal bar freestanding, 2
exercise areas

Vertical gymnastic bars for climbing on a steel structure ﬁxed
to the wall, height 5 m. The running gear is made in a special
rail, therefore both unfolding and folding is very efﬁcient.

The posts are made of steel proﬁles, powder
coated. Slipped into sleeves permanently
embedded in the ground and stiffened by
manual tightening of the locking mechanisms.
Bars with an adjustable height from the
ground, 80 - 250 cm (every 10 cm), are
screwed onto the mounted posts. The posts
can be dismantled. The universal, free-standing
non-tension bar has two exercise ﬁelds.

The posts have a hook to the ground in order to stabilize
during use. Powder coated. 4 bars included.

5.04.6

5.04.1
Wall-mounted gymnastic
bar, universal, 1 exercise
area, freestandind
The posts are made of steel proﬁles,
powder coated. One post of the bar
is inserted into a sleeve permanently
embedded in the ground and stiffened
by hand tightening the locking
mechanism. The second post is
permanently attached to the wall. A
bar with an adjustable height from the
ground of 80 - 250 cm (every 10 cm) is
screwed onto the mounted posts.

Universal, freestanding,
gymnastic bar

1

exercise

area

Wall bracket for attaching gymnastic
rings

Wall
bracket
for
attaching the gymnastic rope

Wall bracket for attaching gymnastic rings to the
wall or post. Made of steel proﬁles, with an
innovative folding and unfolding system and
the use of a high-quality interval timer that
ensures safety during exercise.

Wall bracket made of powder
coated steel proﬁles. Fixed to a wall
or a reinforced concrete column.

5.02.5

5.02.3

5.04.4

The posts are made of steel proﬁles, powder coated. Slipped into
sleeves permanently embedded in the ground and stiffened by hand
tightening the locking mechanisms. A stick with an adjustable height
from the ground of 80 - 250 cm (every 10 cm) is screwed onto the
mounted posts. The posts can be dismantled. A universal, freestanding non-tension bar with 1 training ﬁeld.

5.04.2
2300
2300

Floor frame with a lid
Plywood ﬂoor lid, masking holes in the ﬂoor, mounted on a galvanized
steel frame, screwed to the floor.

Wall bracket for attaching a rope ladder
Wall bracket made of powder coated steel proﬁles. Fixed to a wall or a reinforced
concrete column.

5.02.4
2.02.3

2300
2300

Steel proﬁle

Bar

Lock
mechanism

850
800

100
100

~2550
~2550

Post

Sleeve

80 x 80 mm

Mounting sleeve for the gymnastic
bar
Mounting sleeve for ﬁxing the steel pole of the
gymnastic bar, steel.
Note: the sleeves should be concreted together with the
posts and bars.

5.04.5
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A running rail for hanging ropes, bars, rings and
gymnastic ladders
5.02.1
The running gear is made in a special rail, therefore both unfolding and folding
are very efﬁcient. The unfolding consists in pulling the ﬁrst gymnastic rope
towards the center of the hall, after reaching the end of the rail, the system
automatically locks, ensuring safe use. Rail fastening individually adapted to
each type of roof structure.

Mattress trolley, vertical

Balance beams (3/5 meters)

Gymnastic springboard

Balance beam in the training version - 3 meters, low and competitive
- 5 meters, high. Height-adjustable and trolleys for transport.

Training, tournament and professional springboards with a forehead
height from 15 to 21 cm, covered with a carpet-like floor covering.

5.01A.1

A vertical, mobile trolley that can accommodate 6 vertically
arranged mattresses with a thickness of 10 cm. Stroller
dimensions (width / length / height): 75 x 202 x 110 cm
The lower frame is made of closed steel proﬁles.
A movable trolley, equipped with 4 wheels (2 ﬁxed and 2
swivel). Trolley handle attached to the lower frame. Trolley
substrate: multi-layer plywood.

Mattress trolley, foldable

Mattress trolley, ﬁxed

Foldable trolley made of powder coated steel proﬁles with 6 swivel wheels.
Facilitates loading, transport and storage of gymnastic mattresses. The
maximum load of the trolley is 250 kg.

The trolley is made of powder coated steel proﬁles with
swivel wheels. Dimensions 100 x 200 cm.

Art. no.

5-20301 Training symnastic springboard
5-20303 Competitive gymnastic springboard
Art. no.

Balance beams

5-20700

Balance beam, length - 3 m, low

5-20701

Balance beam, length - 5 m, height adjustable 80-120 cm, 2
transportation trolleys

Smooth mirrors (without / with handrails)

5.01A.3

Gymnastic springboards

5-20302 Tournament gymnastic springboard

Posturographic mirrors
Posturographic mirrors dedicated for individual body posture
correction exercise. Posturographic net applied to
the mirror pane enables independent control and correction of the
arrangement individual parts of the body. The mirror is made in the
version do wall hangings.

5.01A.2

Vaulting buck with height adjustment

Vaulting buck with height adjustment

The body is made of glued wood covered with a ﬂexible cover
and natural or synthetic leather. The base is made of galvanized,
powder-coated steel proﬁles. The legs of the base are provided
with non-slip, non-marking feet. Two legs have wheels for easy
movement. It is height-adjustable
from 90 to 130 cm in increments of
5 cm.

The body is made of glued wood covered with a ﬂexible cover and
natural or synthetic leather. Base made of powder-coated (and
galvanized) steel proﬁles. The device is adjustable in height in the range
of 110 - 170 cm, in 5 cm increments. Pommels made of plywood and
laminate.
Art. no.

Vaulting bucks

5-20602

Natural leather with pommels

Art. no.

Smooth mirrors

5-20600

Synthetic leather without pommels

5-10202

Smooth wall mirrors with double handrails

Art. no.

5-20501 Synthetic leather covering

5-20603

Synthetic leather with pommels

5-10201

Smooth wall mirrors with a single handrail

5-10205 Wall posturographic mirrors with double handrails

5-20500 Natural leather covering

5-20601

Synthetic leather without pommels

5-10200

Smooth wall mirrors without handrails

5-10203 Wall posturographic mirror without handrail

Art. no.
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Vaulting bucks

Posturographic mirrors

Complete offer available on our website: www.sportplus.com.pl

35

Gymnastics | Accessories

Gymnastics | Accessories
Climbing ropes

Rope ladders
Art. no.

Ladder length

5-10000-4 Rope ladder L=4 m
5-10000-5 Rope ladder L=5 m
5-10000-6 Rope ladder L=6 m
5-10000-7 Rope ladder L=7 m
5-10000-8 Rope ladder L=8 m

Gymnastic rings
Gymnastic rings made of special
hardwood plywood with an internal
diameter of 180 mm and a round
proﬁle with a diameter of 28 mm.
As a standard, it is made complete with
an attested belt sling with a length
of 800 mm and a rotating system.
The pair can be mounted in a set of wheels
at a ﬁxed height or with an adjustable
height.

Art. no.

Rope length

5-10002-4

Rope L=4 m

5-10002-5

Rope L=5 m

5-10002-6

Rope L=6 m

5-10002-7

Rope L=7 m

5-10002-8

Rope L=8 m

5-10002-9

Rope L=9 m

Gymnastic benches
Made of coniferous wood. The bench has a hook that allows it to be hung on a ladder or a gymnastic box. When turned over, a 10 cm wide
beam of the bench can be used as a gymnastic beam. Height 30 cm. Metal or wooden legs have non-marking feet.

Vaulting boxes, 5 - part
The vaulting box consists of 5 wooden elements. The
upper segment is covered with natural or synthetic leather.
The device is available with a trolley for and easy transportation.

5.02K.1

Gymnastic lattice for interlace, tripartite
Height 4 or 5m, with assembly construction. Made
of wood, clear varnish painted, assembled to the
wall.
5.06.1
Art. no.

Vaulting boxes, 5 - part

5-20401

5-part box with a trolley, synthetic leather cover

5-20403

5-part box, synthetic leather cover

5-20400

5-part box with a trolley, natural leather cover

5-20402

5-part box, natural lether cover

Art. no.

Gymnastic benches with wooden legs

5-20200-2

Benches – length 2,0 m, wooden legs

5-20200-2,5

Benches – length 2,5 m, wooden legs

5-20200-3

Benches – length 3,0 m, wooden legs

5-20200-4

Benches – length 4,0 m, wooden legs

Art. no.

Gymnastic benches with metal legs

5-20201-2

Benches – length 2,0 m, metal legs

5-20201-2,5

Benches – length 2,5 m, metal legs

5-20201-3

Benches – length 3,0 m, metal legs

5-20201-4

Benches – length 4,0 m, metal legs

Bar for attaching to a
gymnastic wall bar

Overlay for a gymnastic wall
bar

Practice ﬁeld with a diameter of 30 mm.
Movable arms allow you to adjust the height
and distance of the bar from the ladder. The
maximum load - 120 kg.

The bar is made of beech wood. Metal arms.
Exercise ﬁeld (bar width): 90 cm. Distance
of the bar from the ladder (after assembly):
12 cm. It extends the possibilities of using
a gymnastic wall bar and extends the range
of exercises, also used for gymnastic and
corrective exercises.

5-20000

Cushion for wall bars
The cushion provides adequate protection
for the exercising person and the ladder
itself. Dimensions: 66 x 45 cm. The bottom
is made of 6 cm plywood. Cover: synthetic
leather.
Filling: polyurethane foam. The cushion has
metal handles for hanging on a ladder.

5.05.1

5-20001

Vaulting boxes, 1 - part
1-part
vaulting
box.
Synthetic or natural leather
cover.
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Art. no.

Vaulting boxes, 1 - part

5-20404

1-part box, synthetic leather cover

5-20407

1-part box, natural leather cover

Complete offer available on our website: www.sportplus.com.pl
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Gymnastic wall bar

High jump stands

Single and double, made of wood, painted with
a colorless varnish, ﬁxed to the wall. Height 250
or 300 cm. The sides are made of softwood or
deciduous wood, the rungs are made of beech
wood.
The wall bars are installed to the building structure
by means of system wall brackets, and in the
case of walls with openings, they are mounted
to an intermediate beam. At the bottom, the wall
bars are normally installed to the ﬂoor using angle
brackets.
Art. no.

Gymnastic wall bars

5-10102

Single gymnastic wall bar
90 x 250 cm

5-10100

Double gymnastic wall bar
180 x 250 cm

5-10103

Single gymnastic wall bar
90 x 300 cm

5-10101

Double gymnastic wall bar
180 x 300 cm

Art. no.

High jump stands

12-50014 High jump stand for school use
12-50012

Professional high jump stand, telescopic, aluminum, height adjustable with a crank, STW-02,
IAAF certiﬁcate No.E-99-0158

12-50010

School high jump stand, aluminum with a round base, from 70 cm to 200 cm, intended for
schools, STW-03

Crossbars for high jump
Art. no.

Crossbars for high jump

1250007

Crossbar for high jump - aluminum

1250009

Crossbar for high jump - ﬁberglass, PW-400, high-performance
IAAF certiﬁed

1250008

Crossbar for high jump - ﬁberglass, training, PT-040

Aluminum-steel athletics hurdle, bent
Intended for training juniors and seniors in sports schools and clubs. Steel base (weight 4.4 kg),
made of aluminum telescopic tubes with a snap-on height adjustment system. It has permanent
counterweights in the feet and screwed feet, which allow for an economical transport of a
foldable fence structure.
Art. no.

Take off board
A white reflection beam made of galvanized
steel, ﬁxed at the bottom, no metal elements
on the top. It is a complete kit, ready to be
mounted in the run-up. It is used for long
jump training.
12-50039

T-type bracket for mounting the
ladder to the wall.

5.03.7
5.03.1
5.03.2
5.03.3

L= 200 mm

Angle bracket for mounting
the ladder to the floor.

5.03.4

Mounting bracket for the ladder to the beam.

5.03.6

L= 250 mm
L = 300 mm
L = 350 mm

Shot Put Circle

12-10000

Training hurdles

12-40016

Training hurdle, steel
aluminum, folded 60-91 cm.

and

12-40015

Training hurdle, steel and aluminum,
folded 68-106 cm.

Training shot put stop board

Take off board cover

Made of ﬁberglass. It has dimensions in
accordance with the athletics regulations.
The weight is 5 kg.
Anchoring method:
5 expansion bolts for ﬁxing the threshold in
the ground.

Made of hot-dip galvanized steel sheet. It has
a reinforced structure. Enables securing the
hole in the raceway when the beam is not
in use. The smooth surface of the cover and
adjustable feet make it possible to stick the
artiﬁcial surface from which the run-up is
made. Includes a lifting handle.

12-10016

Inner diameter 2135 mm. Weight 34.4 kg.
Compliant with athletics regulations.

Beam for attaching gymnastic wall bars with wall holders

5.03.5
12-50040
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Dividing curtains, protective nets | Indoor curtains

System for ﬁxing and moving the curtain with manual
movement
The rolling structure of the curtain is made of 45x45 mm C-rail, in which the
trolleys with polyamide rollers move, to which the curtain fabric is attached. The
lengths of the curtain rails as well as the adaptive elements of the structure are
designed individually after detailed measurements for a speciﬁc sports facility.
Dividing curtains are available in several variants:
- curtains made of non-transparent material,
- curtains made of transparent material
- curtains in combination: fabric up to 3 m high + net above.
The height of the curtain is selected in such a way that, when attached to the
rollers, the lower edge of the fabric is slightly above the ﬂoor level without
touching it.

Construction for fastening and horizontal sliding of the curtain with an electric drive
The rolling structure of the curtain is made of 45x45 mm C-rail, in which the trolleys with polyamide rollers move, to which the curtain fabric is
attached. The lengths of the curtain rails as well as the adaptive elements of the structure are designed individually after detailed measurements
for a speciﬁc sports facility.
The drive is a 230V electric motor installed at the end of the rail. On the other side, the cable roller is installed. Along the curtain rail there are
driving cables that move the ﬁrst trolley, the so-called leader. One motor can operate the curtain sliding to one side or two-piece sliding to the
sides.
The curtain motor can be controlled in two ways:
- with a switch installed in the control box
- using the remote control
- both ways
The applied Microchip remote control coding system makes the system unavailable to an unauthorized person. One remote control can operate
from one to four curtain motors.
6.103.1

6.102.1
Fixing
to the girder
Mocowanie
do
podłoża (dźwigara)

Sliding the curtain
Fixing the rail to the

Mocowanie szyny
ground
(girder)(dźwigara)
do
podłoża

Rail
Szyna jezdna
Wózek prowadzący

Rail
Szyna jezdna

Wózek pośredni

Rail

Rail
Carriages
Wózki

Semi-closed C-proﬁle 45 x 45 mm
Curtain folded completely

40

Rail termination
Zakończenie
szyny
walldomounting
mocowanie
ściany

The running gear of the dividing curtain with manual movement

Układsystem
Drive
napędowy

Semi-closed C-proﬁle 45 x 45 mm

Electric drive system of dividing curtain

Complete offer available on our website: www.sportplus.com.pl
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Construction for vertical lifting and lowering of the curtain with electric drive

Dividing folding up curtain, PVC

A universal set of rollers with a drive mechanism, installed in the ceiling structural part of the facility. It performs vertical lifting and lowering
of the curtain material in order to divide the sports facility into sectors or as protective nets (ball catchers) for the end and side walls. After
folding, the curtain is placed parallel to the ceiling (it is important in the case of arched halls). The curtain material is lowered and lifted by ropes
wound onto the drum of an electric motor with a voltage of 230V, P = 410W.
The control is carried out by means of a two-position key switch, which prevents the engine from being started by unauthorized persons. A
dedicated box with the controller should be planned in a place where the curtain movement can be seen.
Additionally, it is possible to install a driver for remote control with a remote control, regardless of the wired control.
6.03.1

A single-layer curtain separating the sports hall into parts, dedicated to all types of facilities (sports, market, production, concert, banquet
halls, etc.), where there is a need for division and partial sound insulation.
The curtain system consists of an electric motor and PVC material with a weight of 600-900 g / m2. The curtain is lifted vertically by means
of an electric motor (230V, 180-750W, depending on the curtain’s weight), which drives the shaft and a set of drums, on which the belts
pulling the curtain are wound. Control is wired and / or wireless. Washable, ﬁre-resistant PVC fabric with increased resistance to mechanical
damage creates a partially soundproof layer that can be lowered and lifted vertically.
The curtain can be made entirely of solid material, or the upper part above 3 m can be made of polypropylene net or MESH-type net material.
PVC material
6.01.5
6.06.2.1 Curtain drive system

An example of installing a curtain in a hall with an arched ceiling

Casters

Drive system

Casters

Main elements of the construction
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Dividing curtains, protective nets | Sound-absorbing curtains

Double-layer, electric folding up, acoustic curtain

Sound-absorbing dividing curtain - 5 or 7 layers

A two-layer curtain for separating a sports hall into two (or more) parts, dedicated to all types of facilities (sports, market, production, concert,
banquet halls, etc.), where there is a need to divide and acoustic insulation.
The curtain consists of:
1. Curtain drive system with a motor driving the winding roller
6.06.2.2
2. Curtain material
6.06.2.3
3. Acoustic screens (wall guides) that provide acoustic insulation after the curtains are lowered.
The vertical lifting of the curtain material is carried out by an electric motor (230V-400V, 180-750W, depending on the curtain weight) which
drives the shaft along with the logs on which the hoisting belts are wound. Individual PVC panels are connected with a keder system using a
special aluminum proﬁle and kept at a distance of 50 cm from each other, which ensures effective sound absorption. The panel system allows
for the possible replacement of individual curtain segments, in the event of, for example, damage to the curtain or a change in its color concept.

A multi-layer curtain separating the hall into separate areas requiring spatial and acoustic insulation. Dedicated to facilities such as ofﬁces as
well as sports, fair, production and concert halls.
Construction type: 5-layer, special purpose soundprooﬁng curtain. The curtain design is always adapted to the dimensions of a given facility.
The curtain is also available in a 3 or 7-layer variant (with changed acoustic parameters).
Size and color according to customer preferences.
Layer materials: layers 1 and 5: stage velor, layers 2 and 4: acoustic fabric, layer 3 (middle): PVC FR (flame retardant).
Top edge ﬁnish: webbing. Side edges of layers 1 and 5 are covered with Velcro connecting the curtains. Bottom edges are trimmed with 200
grams / running meter of lead tape, which pulls the curtain and helps to keep its shape. Sound reduction: up to 13 dB (approximate value, depending on environmental conditions).
The curtain material is hung on trolleys with polyamide wheels that move in the rail with manual or electric displacement.

6.105.2

6.06.2.4 6.06.2.5
Curtain material:
Combined PVC panels with a grammage of 900 or 1200 gr / m2.
Sides ﬁnished with kedar cord.
Fire resistance in accordance with the standards: DIN 4102 B2,
SIS 650082. Sound reduction: 30 dB (approximate value, depending on the environmental conditions in the sports facility).
The condition of maximum acoustic tightness is the installation of
side acoustic screens and full construction of the structure above
the curtain, so that the zones are tightly separated.
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Blackout curtains | Reel curtain rolling system
Reel curtain rolling system with electric drive

Dividing curtains, protective nets | Fabrics and nets
6.03.2

Polypropylene protective nets (soft, knotless nets)

The roller shutter system allows you to completely cover the windows of the sports hall. It is made of a steel pipe with a maximum length
of 6 m. Blackout fabric is wound on the pipe, which, when lowered, effectively eliminates most of the light from reaching the sports hall.

Art. no.

Polypropylene protective nets (soft nets)

Mesh [mm]

Thickness

6-PP3-45x45

Protective polypropylene net (PP), colour to choose from: green, white,
blue, yellow, red, black

45 x 45

3 mm

6-PP3-50x50

Protective polypropylene net (PP), colour to choose from: blue, green,
yellow, red, white

50 x 50

3 mm

6-PP4-50x50

Protective polypropylene net (PP), colour to choose: blue, green, yellow,
red, white

50 x 50

4 mm

6-PP4-100x100

Protective polypropylene net (PP), colour to choose: blue, green, yellow,
red, white

100 x 100

4 mm

6-PP3-120x120

Protective polypropylene net (PP), green colour

120 x 120

3 mm

Mesh [mm]

Thickness

Polyethylene protective nets (hard, knotted nets)
Art no.

Polyethylene protective nets (hard nets)

6-PE2-50x50

Protective polyethylene net (PE), colour to choose from: blue, green,
yellow, red, white)

50 x 50

2 mm

6-PE3-50x50

Polyethylene protective net(PE), green colour

50 x 50

3 mm

6-PE4-50x50

Polyethylene protective net (PE), green colour

50 x 50

4 mm

100 x 100

2.5 mm

Polyethylene protective net (PE), colour to choose from: blue, green,
6-PE2,5-100x100
yellow, red, white)

The degree of light absorption depends on the screening
material used. The system is driven by a 230V, 450W
electric roller shutter motor. Wired or wireless control of the
motor. The universal mounting system allows installation
in a variety of conditions. The product is made to order for
speciﬁc dimensions of the curtain. The maximum height of
the curtain - 7 m. The design of the curtain is individually
adapted to the conditions of the sports hall.

6-PE3-100x100

Polyethylene protective net (PE), green colour

100 x 100

3 mm

6-PE4-100x100

Polyethylene protective net (PE), colour to choose from: blue, green,
yellow, red, white)

100 x 100

4 mm

Set of lines and tefIon carabiners for protective nets on
windows (up to 100 m2)
6.02.4

Ball catcher bracket
6.02.2

Polypropylene
carabiner
6-22

When using loose-hanging nets, you should take into account the necessity of shirring them by approx. 15-20%
Protective nets in the form of a loose-hanging ballcatcher
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Protective nets for windows, taut
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Dividing curtains, protective nets | Outdoor ballcatchers

Art. no.

Ballcatchers SPORTPLUS system
Net ﬁxing posts, made of a steel proﬁle with a square section of 80 x 80
mm, embedded in adapters. The axial distance between the outermost
poles - up to 3 m, between the next (intermediate) poles - up to 6 m. The
typical height of the posts is 6 m or 4 m. The poles are powder coated
or hot-dip galvanized. Adapters made of thick-walled steel proﬁles are
embedded in concrete pedestals. The kit includes:
• steel posts (square proﬁle 80 x 80 mm),
• post mounting adapters embedded in a concrete foundation,
• struts with fastening plates connecting the extreme poles of the
barrier netting (typical length 6 m),
• rigging and other net fastening elements (hooks securing the net
to the line, turnbuckles)
• made to measure polyethylene nets, hemmed with a string

Standard posts of the SPORTPLUS system

Universal post S6 (steel proﬁle 80 x 80 mm), L= 6000 mm,
6.131.S6 galvanized.
6.131.
S6.6005
6.131.S4
6.131.
S4.6005

Universal post S6 (steel proﬁle 80 x 80 mm), L= 6000 mm,
galvanized and powder coated in dark green RAL 6005.
Universal post S4 (steel proﬁle 80 x 80 mm), L= 4000 mm,
galvanized.
Universal post S4 (steel proﬁle 80 x 80 mm), L= 4000 mm,
galvanized and powded coated in dark green RAL 6005.

6.131.Z6

Universal strut Z6 (steel proﬁle 60 x 40 mm), L= 6000 mm,
galvanized. Set includes 2 pieces of connectors.

6.131.
Z6.6005

Universal strut Z6 (steel proﬁle 60 x 40 mm), L= 6000 mm,
galvanized and powder coated in dark green RAL 6005. Set
includes 2 pieces of connectors.

Post
with strut
Słup
z zastrzałem

Intermediate
post
Słup
pośredni

600 cm

post
SłupFar
skrajny

Dividing curtains, protective nets | Outdoor ballcatchers

Strut
Zastrzał

Adapter
Stopa
betonowa
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300 cm

maks. 600 cm

maks. 600 cm

maks. 600 cm

300 cm

Example of free-standing ballcatcher

Complete offer available on our website: www.sportplus.com.pl
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Dividing curtains, protective nets | Mini courts

Dividing curtains, protective nets | Mini courts, padel courts

Padel court
System padel court. The dimensions of the court are adapted to the requirements of the International Padel Federation.
•
•
•

Mini football court Sport Plus
Universal mini courtfor playing football (or other team games). The mini court system allows you to play matches and trainings on a closed
surface, in places not usually adapted to this type of activity. It creates a safe, fenced-off space intended for any games that use goals.
The main components of the mini court:
• Load-bearing posts - made of steel closed proﬁles 3 m long. Corrosion-resistant by hot-dip galvanizing. They form (together with the boards
and mobile loads) the framework stabilizing the court and the playing space
• The boards - 0.9 m high, made of steel frames (protected against corrosion by hot-dip galvanizing) and 18 mm waterproof plywood, white.
The plywood is ﬁnished at the edges with decorative aluminum angles
• Loads - perform the function of the main stabilizer of the structure. These are special frames (as standard the ﬁlling is a pavement tile),
screwed to the columns of the structure. Optionally, the container inside the frame can be ﬁlled with water
• Goals - made of a special aluminum proﬁle 80x80 mm. Fixed to load-bearing posts. The ﬁeld is equipped with a pair of main goals with
dimensions of 1.8 m x 1.2 m (in view) and two pairs of side goals with dimensions of 1.2 m x 0.8 m (in view)
• Wicket - made in the same way as the boards, placed on pin hinges, creates an entrance to the mini-pitch
• Polyethylene net (mesh 10 x 10 cm) - stretched on vertical poles above the board height, it serves as a ballcatcher
20.01.1

Sports ﬁeld with dimensions 10x15 m

20.01.2

•
•
•
•

The dimensions of the playing ﬁeld: 20 m x 10 m
Dimensions of the entire structure: 21 m x 11 m
The main frame of the structure consists of vertical steel posts (steel proﬁle 80x80x2 mm, height 3 and 4 m) and horizontal crossbars
(80x40x2 mm, width 2 m)
The frame is ﬁlled with frame modules with welded steel net (36 x 36 mm mesh) and modules with 12 mm toughened glass. The positioning
of the frames and glass complies with the requirements of the International Padel Federation.
All steel elements are protected against corrosion by galvanizing and then powder coating. Standard color of columns RAL 7024. Standard
color for frames with net orange RAL 2009.
The set includes system lamp brackets.
The court can be opened or closed by using a central entrance gate closed with a patent lock.

Sports ﬁeld with dimensions 6x12 m

Version of posts installed in ground sockets
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Football | Goals

Football | Goals

Aluminum

Aluminum

120x100 mm

120x100 mm

Professional aluminum football goals, 7.32 x 2.44 m

Portable, aluminum, football training goals, 7.32 x 2.44 m

Made of a special oval aluminum proﬁle 120/100 mm with double reinforcement ribs. The main
frame of the goal is powder coated in white.
The set includes:
• main goal frame,
• mounting sleeves with blanking lids,
• tension posts for tensioning the net, embedded in sleeves,
• bottom frame for attaching the bottom edge of the net, folding up.
Made in accordance with FIFA regulations.

Made of a special oval aluminum proﬁle 120/100 mm. Folded arches and the bottom
crossbar are made of a 40x40 proﬁle, to which the UMOS mesh edge holders are installed.
The depth of the goal (according to the dimensions of the net) is: 80 cm at the top and 120 cm at the bottom. Fixed
to the ground with pin holders. Made in accordance with FIFA regulations.

9.01.1 2 m net depth

Sleeve with a
masking lid

9.01.2 3 m net depth

2.02.9

9.01.3
Innovative joining of proﬁles
Net depth 2 or 3 m

The proﬁle joining system in the corner of the goal transfers
the loads from the aluminum proﬁle directly to the steel
corner connector without any load on the screws, which
signiﬁcantly affects the life of the goal.

Fixing with pins

UMOS - A plastic holder that ﬁxes the net edge
•
•
•

Copolymer handles ﬁx the edge of the net in the goal.
The shape of the handles ensures the safety of the players, the
handle is safely rounded.
Possibility of installation in the groove of the
alimine proﬁle as well as to the steel proﬁle
by means of self-drilling screws.

2.02.7

Folding arches allow for quick and easy disassembly of the goal
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Football | Goals

Football | Goals

Aluminium

120x100 mm

Football goals, training 5 x 2 m, aluminum oval proﬁle

Youth football goals 5 x 2 m, square proﬁle

Football goals, youth goals, made of an oval, anodized aluminum proﬁle
120/100 mm. Increased stiffness of the main frame. The structure of the
goals allows them to be folded together with the net. All metal elements of
the goals (except the main frame) are steel and electro-galvanized.
The goals are mounted using metal plates, pin holders or sleeves embedded
in the ground.
We produce the gates in the portable version 9.02.1 and the sleeve version
Fixing with metal plates
on 9.02.2.

Made of a square 80 x 80 mm steel or aluminum proﬁle (available in two
variants: standard and reinforced), marked with a black tape.
The structure of the goals allows them to be folded with the net.
The hot-dip galvanized main gate frame ensures long-term durability of the
structure.
All metal elements of the goals are electro-galvanized.
The goals are mounted using metal plates, pin holders or sleeves concreted
in the ground.
FIFA standard. Gate with a certiﬁcate of the Institute of Sport.

Fixing in the sleeve

Fixing with pins

9.02.1

9.02.2

9.02.2

Fixing with metal
plates

Fixing in the
sleeves

Fixing with pins

Elements ﬁxing of the goals to the ground:
Metal plates UFO

Metal plates

Metal plates to be
embedded in concrete
for mounting the goal
on an asphalt base or
in a concrete pedestal.
The set includes a ﬁxing
screw with a knob.

Plate for the installation
of the goal to be mounted
on the ﬂoor of a sports
hall. The set includes a
ﬁxing screw with a knob.

3.02.3

3.02.1

Mounting sleeves
Masking lids

2.02.9

Pin handle
A pin holder, driven
into the ground for
ﬁxing the goal. Made of
steel, hot-dip galvanized.

2.02.7
3.02.2

Aluminum football goals,

9.02.1 5 x 2 m, 100 x 120 mm, with sleeves
9.02.2 Aluminum football goals,
9.02.3

5 x 2 m, 100 x 120 mm, portable
Aluminum football goals
5 x 2 m, 80 x 80 mm, with sleeves

Post mounting
sleeve 80 x 80 mm
Mounting sleeve, steel for the post
80x80 mm, intended for ﬁxing the
post, (90x90x3 mm), protected by
hot-dip galvanization. Permanently
embedded in the substrate.

2.02.1
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Football | Goals

Football | Goals

Football goals, 7.32 x 2.45 m, mobile, with wheels, main frame - oval proﬁle 120 x 100 mm

Football goals 5x2m, mobile, with wheels, main frame - oval proﬁle 120x100 mm

The main frame and the bottom frame are made of a special, reinforced oval aluminum proﬁle 120x100 mm. The lower frame can
be ﬁlled with sand, so that the gates can be used without additional ballast. Goal arches made of 35x35 mm steel proﬁle. Fixing
the net with special holders (UMOS type) made of plastic. The lower frame is equipped with a set (4 pieces) of transport wheels
suitable for the turf, which enable safe transport and storage.
The goal is also available in a version made entirely of 80x80 mm square proﬁle.

The main frame and the bottom frame are made of a special, oval, reinforced aluminum proﬁle 120x100 mm. The lower frame
can be ﬁlled with sand, so that the gates can be used without additional ballast. The arches are made of a steel proﬁle 35x35
mm. Fixing the net with special holders (UMOS type) made of plastic. The lower frame is equipped with two sets of swivel
transport wheels suitable for turf. Blocking the rear wheels allows you to safely move the gate.
The goal is also available in a version made entirely of 80x80 mm square proﬁle.

Aluminum proﬁle

9.02.4

2540

9.01.4

Aluminum proﬁle

1500
1715
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Football | Goals

Football | Goals

Aluminum

120x100 mm

Beach football goals 5.50 x 2.20 m - aluminum

9.03.1

Made of a special reinforced aluminum proﬁle 120/100 mm. The innovative proﬁle connection system
increases the stiffness of the main frame. All corner loads are transferred from the aluminum proﬁle
directly to the corner piece, without the load on the ﬁxing bolts. This ensures long-term stiffness of
the gate and guarantees long-term use. All metal elements of the goals, except the main frame, are
made of steel and electro-galvanized (folding arches, bottom crossbar). The net is attached to the goal
frame with safe and easy-to-use plastic grips. Fixed in special sleeves with wooden edges, embedded
in the sand base.

Cross sleve

2.02.8

Mini football goals
Goals used in mini-football. Portable, compact, easy to transport
and store. Available in various sizes. Intended for open and
closed facilities.
Art. no.
9.04.1

9.04.2

9.04.3

9.04.4

9.04.5

9.04.6
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Main info
Mini football goals 0.8x1.2 m.
Aluminum proﬁle 80x80 mm, steel proﬁle arches
35 x 35 mm, depth 50 cm (up and down).
Mini football goals 1x1.5 m.
Aluminum proﬁle 80x80 mm, steel proﬁle arches
35 x 35 mm, depth 50 cm (up and down).
Mini football goals 1,2x1.8 m.
Aluminum proﬁle 80x80 mm, steel proﬁle arches
35 x 35 mm, depth 50 cm (up and down).
Mini football goals 1.6x2.4 m.
Aluminum proﬁle 80x80 mm, steel proﬁle arches
35 x 35 mm, depth 50 cm (up and down).
Super mini football goals 1.55x3 m.
Folding bows, depth 80/100 cm,
four ﬁxing points.
Ultra mini football goals 1x3 m.
Folding bows, depth 80/100 cm
four ﬁxing points.

Complete offer available on our website: www.sportplus.com.pl
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Football | Team-shelters for reserve players

Football | Team-shelters for reserve players

23.01
23.02

The main structure is made of steel proﬁles.
Hot-dip galvanized lower frame. Aluminum ﬁnish, cover made of 6 mm cell polycarbonate or 3 mm solid
polycarbonate (6 mm sides).

Team shelters for reserve players PREMIUM VIP

4290

1343

1343

2098

2098

The main frame is made of hot-dip galvanized steel, powder coated steel structure. The team shelters supports are bent in a shape with such a
geometric characteristic that people sitting in the cabin hear focused sounds from the pitch, and are isolated from the sounds from the stand behind
the cabin. Team shelters are offered without a platform or with a platform of corrugated aluminum sheet and optionally covered with artiﬁcial grass
and ﬁnished with a decorative angle. Aluminum ﬁnish of the team shelters, with great attention to detail. Cover made of 3 mm acrylic glass (back)
/ 6 mm (sides) or 6 mm cell polycarbonate.
Optional equipment: system transport trolleys, front proﬁle cover with print, a wide range of seats in various colors and designs, folding armrests.

2098

4290

All types of team shelters can be equipped with optional additional elements:
system trolleys for transport, platform covered with synthetic grass,
safety covers made of foam covered with PVC material (with your own imprint).
Cabins can be equipped with any type of seats. Plastic bucket with a height of 25, 32,
36 cm or bench slats.

The modular structure of the cabins allows for easy adaptation of the structure to the needs and requirements.
The offer also includes double-row cabins, equipped with a
number of optional extras.
Cabins can be made without a platform or with a platform
ﬁnished with aluminum sheet, optionally covered with synthetic grass.
We also supply trolleys for transporting cabins, equipped
with swivel wheels with a diameter of 200 mm.

517

517

420

2098

Team shelters for reserve
players PREMIUM

420

Double-row team shelters
We also make special team shelters
StopyStopy
fundamentowe
pod kabine
fundamentowe
pod kabine
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500

500

Each team shelter can be equipped with a platform. Platform frame is hot-dip galvanized to protect against
Cover with grooved
A corrosion.
A
A
aluminum sheet, thickness 3 mm, optionally covered with artiﬁcial grass. Fixing the panels and ﬁnishing made with the use of aluminum system
proﬁles.
Team shelters can be equipped with tables, made of HPL board, thickness 10 mm, mounted on a support frame.
500

A

23.09

940

940

A-A (A-A
1:30( 1:30
)
)
Complete
offer available on our website: www.sportplus.com.pl
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Team shelters equipment
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Football | Telescopic tunnels

Football | Telescopic tunnels

Dimensions and weight:
• Steel construction composed of main frames and connectors
• Height: typical system up to 300 cm (tunnel of greater height can be produced after consultation with the technical department)
• Length: minimum 240 cm. As a standard, we offer tunnel lengths that are multiples of the 120 cm module.
• For longer lengths and in the case of uneven ground, we suggest the use of ﬁxed or removable guide rails.

Telescopic tunnel for the football stadium
Designed for individual order, with dimensions adapted to the facility on which the tunnel is installed.
Our production tunnel is very rigid and stable.
•
•
•
•
•
•
•
•
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A solid, electro-galvanized steel structure consisting of main frames and connectors
The main frame is made of special proﬁles 35 x 35 and 40 x 40 mm
Pantographic connectors made of 40x27 mm proﬁles
Plastic-rubber wheels (or polyamide rollers) constituting the running system of the tunnel, ﬁxed to the main frame
A cover made of PVC with a weight of 600 g / m2, color according to the palette of available materials, is ﬁxed to the main frames
The tunnel is covered with a ﬂame-retardant, certiﬁed PVC material.
The whole is equipped with a system of locks stiffening the structure after unfolding.
9.06
Possibility of making any print on any part of the cover.

Complete offer available on our website: www.sportplus.com.pl
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Table tennis | Table tennis tables

Table tennis table Sport Plus 6202
High-quality table tennis table, intended for home use, for schools and sports clubs.
Perfect for learning the game, recreational games and regular games. Indoor model - dedicated for indoor use.
•
•
•
•
•
•
•
•
•
•
•
•
•
•
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Table dimensions: 274 cm x 152.5 cm x 76 cm
22 mm thick MDF table top
Weight 66 kg
Main frame made of powder-coated steel proﬁles (15 x 30 mm)
The bottom structure is made of proﬁles with dimensions of 20x30 mm and 30x30 mm
Equipped with an easy folding / unfolding system
Two independent tops
Possibility of singles / training
Equipped with ball-bearing wheels for easy transport
8 wheels with a diameter of 50 mm
Double table brake (2 independent locks)
Additional protective corners
The net (mounted on the clip) is included
Available in blue or green

Table tennis | Table tennis tables

11-10000-1

Giant Dragon K2008 table tennis table

11-10002-1

High-quality table tennis table certiﬁed by the International Table Tennis Federation (ITTF).
•
•
•
•
•
•
•

Table dimensions: 274 cm x 152.5 cm x 76 cm
25 mm thick MDF table top
Weight 121 kg
Main frame made of powder-coated steel proﬁles (30 x 60 mm)
The bottom structure is made of proﬁles with dimensions of 50x50 mm
The table is equipped with an easy folding / unfolding system
Two independent tops

•
•
•
•
•
•

Possibility of singles / training
8 ball bearings with a diameter of 100 mm
Double table brake (independent locks)
Additional protective corners
The table is intended for indoor use
Available in blue and green

Complete offer available on our website: www.sportplus.com.pl
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American football, rugby | Goals

Korfball | Equipment
American football goals

Korfball tournament kit

Made of aluminum and steel goals for American football. Powder
coated in yellow. Mounted in sleeves. Equipped with safety covers.
Compliant with NFL regulations.

The set is intended for training and games of any level.
A steel post with a painted base with a 60 cm diameter
plate, protected against weather conditions.
Top telescopic steel galvanized square post with a cross
section of 50x50x3.0 mm.
The rim is made of reinforced plastic (IKF-International
Korfball Federation approval), approved for use in ofﬁcial
competitions.
Three-stage height adjustment: 2.5; 3.0 and 3.5 m.
Removable set.

The goals have a system that allows them to be disassembled,
which increases it’s functionality in sports facilities of various
types. Available in two versions.

American football goals, professional steel,
in accordance with the requirements of the
NFL
Height H = 1370 cm, projection 172 cm, clear width 564 cm,
height of the crossbar 305 cm, removable, 10 cm thick safety
guards.

15.01.1

97-3

American football, training, steel goals
Height H = 910 cm, projection 172 cm, clear width
564 cm, height of the crossbar 305 cm, mounted in sleeves,
sleeves, safety covers.
Compliant with PLFA and IFAF requirements.

97-2

Rugby goals

Korfball basket (atest IKF)

The goals are made in accordance with the regulations of the
International Rugby Board. The crossbar and posts are made of
a special proﬁle with dimensions of 120 x 100 mm. The elements
are connected with a durable, electro-galvanized steel connector.
Parameters:
- made of a special oval aluminum proﬁle 120/100 mm;
- clear gate width of 560 cm;
- height from the pitch level 700 cm;
- crossbar at a height of 300 cm;
- color of the goals - white;
- mounted in steel sleeves, demountable;
- one-piece vertical proﬁles;

Unihokej | Bramki
Floorball goals

97.01.1

15.02.1

Made of steel pipe with a diameter of 32 mm,
powder coated.
Available in four sizes.
Training units equipped with the system
quick folding / unfolding enabling
folding a pair of arches, which facilitates transport
and storing goals. The net is included.

Model

Nr katalogowy

Kolor ramy

Match goal 115x160 cm

18.01.1

Red

Training goal 105x140 cm

18.01.2

Red-white

Training goal 60x90 cm

18.01.3

Red-white

Training goal 45x60 cm

18.01.4

Red-white

Fastening the crossbar to the post
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Protective mattresses | Gymnastic mattresses

Protective mattresses | Gymnastic mattresses
High jump landing areas 300 x 200 x 40/45/50 cm
•

•
•
•
•

Gymnastic mattresses 200 x 120 x 5/10/20 cm,
ﬁlling T25 polyurethane foam (standard hardness)

•

•
•

•
•

A universal sports mattress that can be used wherever the ground protection is required
Dimensions:
- length: 200 cm
- width: 120 cm
- thickness: 5/10/20 cm
The cover is made of synthetic, coated material with increased durability, resistant to mechanical
damage, such as tearing and abrasion. Reinforced corners
Filling: T25 polyurethane foam (density 25 kg / m3) with high elasticity and low susceptibility to
deformation
The bottom anti-slip layer eliminates the possibility of the mattress moving during exercise, and
the side mesh allows air to escape from the inside of the mattress, thus eliminating the „balloon
effect” (air getting between the ﬁlling and the cover)
Zipper for easy access to the inside of the mattress when needed
The mattress is fully sewn, certiﬁed for compliance with the Polish Standard (PN)

•
•
•
•
•

5.01.T25.5N - mattress 200x120x5 cm
5.01U.T25.5N

- mattress 200x120x5 cm, with handles

5.01.T25.10N

- mattress 200x120x10 cm

5.01U.T25.10N

5.01.525.20N

- mattress 200x120x20 cm

5.01U.T2.20N

- mattres s200x120x20
cm,

- mattress 200x120x10 cm, with handles

Dimensions:
- length: 300 cm
- width: 200 cm
- thickness: 40/45/50 cm
Made of a chamber method, from a mixture of polyurethane
foam with high elasticity
The cover is made of high-quality PVC foil with increased
resistance to damage such as tearing and abrasion
The bottom part of the mattress is equipped with an anti-slip layer
Side vents to prevent the „balloon” effect during exercise
(air getting between the ﬁlling and the cover)
The mattress is equipped with handles (fastened with Velcro, with the possibility of unfastening), helpful for carrying
Reinforced corners
Zipper for easy access to the inside of the mattress when
needed

12.01.3N

- mattress 300x200x40 cm, with handles

12.01.2N

- mattress 200x200x45 cm, with handles

12.01.1N

- mattress 200x200x50 cm, with handles

Cover for landing area
•
•
•
•
•

Dimensions: 300x200x5 cm
Filling: polyurethane foam
Materials: PVC material with increased resistance to
damage
Machine-sewn
It is equipped with elements enabling attachment to the
landing area
12.02.1

Gymnastic mattress ﬁlled with refoamed foam R70 / R80 / R90 (hard)
A universal sports mattress that can be used wherever special ground protection is required. The refoamed hard foam guarantees safety during use, and the solid workmanship
ensures the appropriate quality and durability of the mattress.
•
•
•
•
•
•

Mattress dimensions: 200x120x5 cm
Hard and stiff, used for all disciplines that require ground protection
Refoamed foam with increased hardness perfectly absorbs all types of impacts
The cover is made of PVC, durable and resistant to damage such as tearing and
abrasion
Reinforced corners and anti-slip layer
The mattress has a certiﬁcate of compliance with the Polish Standard (PN)

Folding rehabilitation mattress
5.01.R70.5N - mattress 200x120x5 cm, ﬁlling R70
5.01.R80.5N - mattress 200x120x5 cm, ﬁlling R80
5.01.R90.5N - mattress 200x120x5 cm, ﬁlling R90
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Our own production facilities allow us to produce mattresses
of any size and ﬁlling.
In order to obtain the necessary information, please contact the
technical and commercial department of Sport Plus.

•
•
•

5.01S.T25.1

Dimensions: 195 x 90 x 5 cm
Folded dimensions: 90 x 65 x 15 cm
The cover is made of durable PVC, durable and resistant to damage
such as tearing and abrasion

Complete offer available on our website: www.sportplus.com.pl

69

Protective mattresses | Cover mattresses

Protective mattresses | Cover mattresses

Protective mattress for ladders
•
•
•
•
•

Mattress thickness: 5 cm
Width: 82 cm (equal to the training ﬁeld of the ladder)
Material: synthetic leather
Mounted on Velcro handles
Filling: T25 polyurethane foam
7.01.4

Protective mattresses for walls
Protective mattress ﬁlled with polyurethane foam, effectively prevents injuries during sports. Designed
to individual order, adjusted to the dimensions of the secured object.

900
900

Mattress thickness: 5 cm
7.01.2
Material: synthetic leather
Filling: T30 polyurethane foam with a density of 30/33 kg/m3 and polyethylene PE foam
Construction: 5 mm thick multilayer plywood
Mounting method: wall plugs in combination with Velcro or plywood system (to choose from)

Cover
Osłona

820
820
1200

3000

1200

1200

2000

1200

Width of thesłupa
post +
+ 2x
2x the
thickness
of the cover
szerokość
grubość
osłony

Height of osłony
the cover
wysokość

•
•
•
•
•

Wall bars
Drabinka

Corner protective mattress
The structure securing the corner elements, exposing the user
to danger.
•
•
•
•
•

Mattress thickness: 5 cm
Structure: multilayer plywood 5 mm
Material: synthetic leather
Filling: T25 polyurethane foam
Mounting method: wall plugs
7.01.5
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Protective mattress for posts
Mattress thickness: 5 cm
Material: synthetic leather
Filling: T25 polyurethane foam
Mounting method:
• Velcro (for metal poles)
• Wall plugs (for structural columns)
7.01.1

Complete offer available on our website: www.sportplus.com.pl

71

Protective mattresses | Cover mattresses

Sports accessories | Ball racks, trolleys, podiums
Storage rack

Ball rack - stationary or mobile

Storage rack with dimensions of
200 x 100 x 40 cm. Metal frame, laminated board shelves. Other dimensions
of the racks available on special request.

Made of powder coated metal tubes. Horizontally adjustable shelves allow to adjust the width to
each type of ball. Dimensions: 140 x 140 x 40 cm.

7.04.1

7.05.2

Stojak stacjonarny

7.05.1

Stojak na piłki przejezdny

Ball trolley XBALLWAGEN, foldable

Trolley for transporting floor coverings on rolls

Made of metal tubes, passable, protected by powder
coating. The fabric basket holds over 50 fully inﬂated balls.
Dimensions: 93 x 70 x 73 cm.
7.06.3

The trolley is made of powder coated steel closed proﬁles (according
to the colors from the RAL palette). Stroller dimensions: 393 cm x 93
cm x 122 cm. Number of bars per rollers: 6.
7.06.1

Protective mattress in the form of a goal
Manufactured to order in any size and color, it can also be used as a
wall protection.
•
•
•
•
•

Cover: PVC with increased strength
Filling: polyurethane foam
Dimensions: 2 x 3 m (or dimensions according to the customer’s
preferences)
Easy to assemble and disassemble
Colour: according to the user’s preferences

Marking of the goal is available in two variants:
- as a separate element (fastened with Velcro)

Podium for the winners
3-10001

The podium is made of steel proﬁles, with metal side plates and tops made of checker plate. Marked with numbers of places, it has different
heights of steps. Available in two versions.

Cover for posts
Cover for all types of outdoor poles (parking posts and bollards, lanterns, etc.).
Manufactured to order in any size and color, they can be used as a protection for any pole.
•
•
•
•

Cover: PVC with increased strength
Filling: polyurethane foam
Height: depending on the design and user preferences
Velcro mounted cover

It is possible to produce protection covers in additional colours and with your own logo.
7.01.7
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7.03.1

Podium on steel construction

7.03.2

Podium foldable

Complete offer available on our website: www.sportplus.com.pl
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Cloakroom equipment | Benches, hangers, racks

Cloakroom coat rack one- and two-sided

Cloakroom coat rack with a shelf

The structure is made of powder coated steel proﬁles. The seat is made of
wooden slats painted with clear varnish.
The height of the bench - 40 cm, the width of the seat - 40 cm.

Additional shelf made of two slats

The product has a shoe shelf made of steel proﬁles. The hangers are equipped
with hooks with a spacing of 15 cm.
The standard steel elements are blue (RAL 5010). On special request, it is
possible to paint the structure in any color from the available palette.
The length of the structure is adjusted to the dimensions of the cloakroom.

7.02.3
Cloakroom coat rack
one-sided

7.02.4
Cloackroom coat rack
two-sided

1725

369

The structure is made of powder coated steel proﬁles. The seat is made of wooden
slats, painted with a colorless varnish.
Wood: beech or spruce.
The length of the benches is up to 300 cm, adapted to the dimensions of the room.
The bench has space for shoes. Height - 40 cm, width - 40 cm.
The standard steel elements are blue (RAL 5010).
On special request, it is possible to paint the structure in any colour from the
catalogue.

7.02.2

392

All hangers and benches
with hangers are equipped
with double hangers

380

380
760

Hanger for the cloakroom, ﬁxed to the wall on a wooden strip

790

The hanger attached directly to the wall on a wooden strip (beech or spruce), it has hanger handles.

Two-sided, free-standing clothes rack
The structure of the rack with hangers is made of powder coated steel proﬁles.
The double-sided wooden strip has handles on both sides, allowing for practical
use of the space in which the stand is placed.
Wide feet ensure the stability of the structure.
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Cloakroom or hallway bench

7.02.1

Hanger for the cloakroom, ﬁxed
to the wall on a metal frame
The hanger is made of powder coated
steel proﬁles. The structure is mounted
directly to the wall and has double hangers.

7.02.5
Complete offer available on our website: www.sportplus.com.pl

75

Electronic scoreboards | Indoor scoreboards

Electronic scoreboards | Indoor scoreboards
School scoreboard
DISCIPLINES: basketball, volleyball, handball, fustal, f loorball
DIMENSIONS: 130 x 100 x 6.5 cm
The dimensions of the boards 24/14
seconds:
40 x 30 x 6.5 cm
LED DIODES: Super bright
CONTROL: wireless or with a control panel.
CHARACTER SIZE: 13 cm
AUDIBLE SIGNAL VISIBILITY OF THE
BOARD: up to 60 m
CASE: PVC, polycarbonate (faceplate),
metal
POWER SUPPLY: 230V / 50Hz
DISPLAY PARAMETERS:
- Real time / games
- Time stop indicator

- Service indicator / match result
- Set status / total fouls / end of time
- Repeated time / interruptions on request

22-10017-P

Portable scoreboard
Portable, multi-station scoreboard, designed for the
most popular team games, such as: basketball, volleyball, soccer, water polo, table tennis, etc.
DIMENSIONS: 55 x 35 x 9.5 cm
WEIGHT: 3.6 kg
NUMBER HEIGHT: 9 cm (visible from over 30 m)
DISPLAYED VALUES:
RESULTS: 0 to 199 per team
FOULS / SETS / OTHER: 0 to 9 per team
ESTABLISHMENT / ROUND: 1 light point per team
TIME LIMIT: 4 light points per team
CHRONOMETER: 00:00 to 99:59

School scoreboard
DISCIPLINES: basketball, volleyball, handball, fustal,
f loorball
DIMENSIONS: 100 x 70 x 7 cm
LED DIODES: Super bright
CONTROL: wireless
CHARACTER SIZE: 10 cm
SOUND SIGNAL
BOARD VISIBILITY: up to 40 m
CASE: PVC, polycarbonate (faceplate), metal
POWER SUPPLY: 230V / 50Hz
DISPLAY PARAMETERS:
- Real time / game time
- Match Result (0-999)
- Set status / total fouls

22-60002

Professional scoreboard

22-10006

School scoreboard
DISCIPLINES: basketball, volleyball, handball, fustal, f loorball
DIMENSIONS: 70 x 50 x 7 cm
LED DIODES: Super bright
CONTROL: wireless
CHARACTER SIZE: 10 cm
SOUND SIGNAL
BOARD VISIBILITY: up to 40 m
CASE: PVC, polycarbonate (faceplate), metal
POWER SUPPLY: 230V / 50Hz
WYŚWIETLANE PARAMETRY:
- Czas rzeczywisty
- Ustawiany czas gry
- Wynik meczu (0-99)
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22-10008

DISCIPLINES: multifunctional board,
universal - basketball, volleyball,
handball, fustal, f loorball
DIMENSIONS: 220 x 125 x 6.5 cm
The dimensions of the boards 24/14
seconds: 50 x 40 x 6.5 cm
LED DIODES: Super bright
CONTROL: wireless
CHARACTER SIZE: from 13 to 22 cm
AUDIBLE SIGNAL VISIBILITY OF THE
BOARD: 80 m
CASE: PVC, polycarbonate (faceplate), metal
DISPLAY PARAMETERS:
POWER SUPPLY: 230V / 50Hz
- Real time / games
- Time stop indicator
Additional text line as optional
- End of Time
equipment
- Repetition of time
- Service indicator

- Match Result (0-199)
- Half time no. (0-9)
- Set status
- Total fouls
- Breaks upon request

22-10012-P

Complete offer available on our website: www.sportplus.com.pl
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Electronic scoreboards | Outdoor scoreboards

Professional scoreboard
DISCIPLINES: multifunctional board, universal - basketball, volleyball, handball, fustal,
f loorball
DIMENSIONS: 315 x 200 x 6.5 cm
The dimensions of the boards 24/14
seconds: 50 x 40 x 6.5 cm
LED DIODES: Super bright, 2 colors
CONTROL: wireless or by means of a
control panel
CHARACTER SIZE: from 13 to 22 cm
AUDIBLE SIGNAL: adjustable in any conﬁguration
BOARD VISIBILITY: up to 80 m
CASE: PVC, polycarbonate (faceplate),
metal
POWER SUPPLY: 230V / 50Hz
Additional text line as optional equipment

DISPLAY PARAMETERS:
- Real time / games
- Time stop indicator
- Service indicator
- Match Result / Half No.
- End of time - countdown

Stadium scoreboard
- Status of sets / fouls
- Time of penalties / breaks on
demand
- Team names
- Individual points

22-10009-P

Professional scoreboard
DISCIPLINES: multifunctional board, universal - basketball, volleyball, handball, fustal,
f loorball
DIMENSIONS: 500 x 240 x 6.5 cm
Board dimensions 24/14 seconds: 85 x 65
x 6.5 cm
LED DIODES: Super bright, 2 colors
CONTROL: wireless or by means of a
control panel
CHARACTER SIZE: from 11 to 30.5 cm
AUDIBLE: can be set in any conﬁguration
BOARD VISIBILITY: up to 110 m
CASE: PVC, polycarbonate (faceplate),
metal
POWER SUPPLY: 230V / 50Hz

DISPLAY PARAMETERS:
- Real time / games
- Time stop indicator
- Service indicator
- Match Result (0-199)
- No. parts of the match

- Status of sets / fouls
- Time of penalties / breaks
- Team names
- Player numbers / points

BOARD DIMENSIONS: 280 x 180 x 8 cm
CONTROL: wireless
DISPLAY PARAMETERS:
- Playing time (format XX: XX)
- Real time
- Game score (from 0 to 19)
- Large permanent inscription HOSTS - GUESTS
- Club logotype
CHARACTER SIZE: 45 cm
BOARD VISIBILITY: up to 150 meters
CASE: PVC case, front plate, ball resistant polycarbonate
POWER SUPPLY: 230V / 50Hz
WEIGHT: 55 kg

22-20007

Board dimensions: 280x180x8 cm

22-20011

Board dimensions: 340x215x8 cm

TBI-1
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DIMENSIONS: 130x160x4.5 cm
LED DIODES: 22 cm
DISPLAY PARAMETERS:
- real time / date
- internal temperature
- water temperature 1
- water temperature 2
AUDIBLE SIGNAL: no
VISIBILITY: up to 70 m
HOUSING: hermetic casing,
powder coated aluminum, front
plate - polycarbonate lined with
polymer foil

STW 500-500-3

TBI-2

BOARD DIMENSIONS: 110 x 90 x 8cm
CONTROL: wireless with a remote control
DISPLAY PARAMETERS:
- real time
- playing time (format XX: XX)
- game score 0-99
CHARACTER SIZE: 22 cm
BOARD VISIBILITY: up to 80 meters
POWER SUPPLY: 230V / 50Hz
22-20000

Scoreboard for outdoor sports
ﬁelds
BOARD DIMENSIONS: 240 x 150 x 8 cm
CONTROL: wireless
DISPLAY PARAMETERS:
- Playing time (format XX: XX)
- Real time
- Playing time (from 0 to 19)
- Large permanent inscription HOSTS - GUESTS
- Club logotype
CHARACTER SIZE: 30.5 cm
BOARD VISIBILITY: approx. 100 m
POWER SUPPLY: 230V / 50Hz

Information boards for the swimming pool
DIMENSIONS: 75x95x4.5 cm
LED DIODES: 10 cm
DISPLAY PARAMETERS:
- real time / date
- outside temperature
- internal temperature
- temperature of water
AUDIBLE SIGNAL: no
VISIBILITY: up to 30 m
CASE: hermetic casing, powder
coated aluminum, front plate
- polycarbonate lined with
polymer foil

Standing scoreboard for outdoor
sports ﬁelds

22-20008

Board dimensions: 240x150x8 cm

22-10029

Board dimensions: 205x140x8 cm

Displayed parameters (optional):
- Programmable team names
- Game score (from 0 to 99)
Complete offer available on our website: www.sportplus.com.pl
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Telescopic tribune, auditorium type, TT-ALFA
Purpose: Indoor facilities - auditoriums, entertainment, cinema and theater halls.
The structure of the tribune is based on a system of sliding frames, made of powder coated steel proﬁles. After the tribune has been pushed
back, we get a uniform surface, made of front panels, along the entire height of the tribune. Thanks to the polyamide roller system, the tribune
folds lightly, smoothly and quietly. The tribunes (up to 5 rows) are folded manually as standard, an optional solution is to equip the tribune with
an electric drive module.
Platform plates made of non-slip plywood are mounted directly to the front beams and bearing beams. Optionally, it is possible, among others
platforms are covered with a carpet, which is ﬁxed and ﬁnished with aluminum strips. At the front of the stand, aesthetic masking panels are
installed, made of non-flammable furniture board with a thickness of 18 mm. Optionally, we offer panels made of HPL 10 mm thick.
As a ﬁnish for the stair steps, we offer an aesthetic LEDSTEP proﬁle with a double anti-slip cord and lower LED illumination (black or satin).
The tribunes are equipped with rear, side and front barriers (depending on the stand conﬁguration).
SPORTPLUS FLIP ® seats are a dedicated type of seat for telescopic tribunes of the TT-ALFA system. The armchairs are intended for installation
in high-class sports and entertainment facilities, as well as in cultural facilities (cinemas, theaters). The gravity folding mechanism with a movable backrest ensures comfortable and ergonomic use with a signiﬁcant saving of space in the audience.
All parameters and elements of the auditorium stand are individually designed: dimensions and shape of the structure, row and seat spacing,
module length, material ﬁnish, color selection - are determined at the design stage.
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Telescopic tribune with auditorium seats SPORTPLUS COLLEGE, equipped with folding desks.

3410

3680

4345

Purpose: Indoor facilities - sports, entertainment and gymnasium halls.
The tribune consists of modules whose dimensions are adjusted individually for each object. The maximum width of the module is 6 m, and the
number of rows ranges from 3 to 16. The module’s structure is made of powder coated steel proﬁles. The width of the aisles and the number of
entries to the tribunes are determined by the relevant safety regulations, which are strictly adhered to when designing the tribunes. Platforms
made of 18 mm thick board (optionally non-slip). Additional intermediate steps ﬁnished with corrugated aluminum sheet.
Safe wheels with bearings with a polypropylene race ensure smooth operation during sliding and sliding, while eliminating the risk of damaging
the ﬂoor. A modern, safe and easy, friction-free method of unfolding and folding (one person is enough to operate the tribune in this area). The
colors of the tribune are always adjusted to the customer’s requirements.

360

450

175

295

943

900

900

900

900

900

900

900

900

1400

900

9213

Row no.

3

4

5

6

7

8

9

10

The depth of the tribune - open position(cm)

291

381

471

547

651

741

831

921

Depth of the tribune - closed position (cm)

140

140

140

140

140

140

140

140

Height of the last platform (cm)

89

125

161

197

233

269

305

Average number of seats per 1 linear meter

5,3

7,0

8,7

10,4

12,1

13,8

15,5

Parameters

11

12

13

14

15

16

1011 1101

1191

1281

1371

1461

140

140

140

140

140

140

341

377

413

449

485

521

557

17,2

18,9

20,6

22,3

24

25,7

27,4

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be inﬂuenced by the local conditions, arrangement of seats, number of entrances, etc.
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Tribune with gymnastic wall bars, electrically powered
Purpose: Indoor facilities - sports, entertainment and gym halls.
Tribunes with gymnastic wall bars are made in the form of 200 cm long modules, installed to the side wall. The structure is based on the main
frame and the tilting frame system, fully integrated with the structural elements. The wall-mounted main frame and tilting frames are made of
closed steel proﬁles, painted with powder varnish.
Each module of the tribune is equipped with two ﬁelds of gymnastic wall bars, 90 cm wide and usable height of 280 cm or 210 cm.
The tribunes are made of 12 mm plywood, the risers are made of 9 mm plywood, all upholstery plywood is chamfered and painted with colorless
varnish. Both the platforms and the risers are made without holes, no metal elements of the structure mechanisms are visible from the front of
the tribune, no metal parts protrude, which makes the surface aesthetic and uniform.
The structure is raised and lowered by an electric motor that drives the roller-cable lifting system.

OPEN

4 rows with
gymn. wall
bars
5 rows with
gymn. wall
bars

CLOSED

EQUIPMENT OPTIONS

Depth from
the wall

The height of
the last row

Depth from
the wall

Overall height Stairs

Upholstery
pads

Electric drive

Gymnastic
wall bars

2584 mm

1200 mm

429 mm

2646 mm

200 mm

Additional
option

Standard
230V, 400W

90x210 cm

3320 mm

1600 mm

500 mm

3280 mm

200 mm

Additional
option

Standard
230V, 400W

90x280 cm

Tribunes with gymnastic wall bars of our production are covered by security applications:
● patent application for the invention No. P.436797
● an application for the Utility Model No. 210118
registered in the Patent Ofﬁce of the Republic of Poland.

Seats can be equipped with upholstery
pads.
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Tribune, vertically folding THIN-UP
Purpose: Indoor facilities - sports, entertainment and gym halls.
Wall-mounted tribunes are made in the form of 200 cm or 250 cm modules (other module lengths on special request), installed to the side wall. A
characteristic feature of this system of stands is their shallow depth when folded. The structure is based on the main frame and the tilting frame
system, fully integrated with the structural elements. The wall-mounted main frame and tilting frames are made of powder-coated closed steel
proﬁles.
The tribunes stands are made of plywood 12 mm thick, the risers and front panels are made of plywood 9 mm thick, all upholstery plywood is
chamfered and painted with colorless varnish. Both the platforms and the risers are made without holes, no metal elements of the structure
mechanisms are visible from the front of the stand, no metal parts protrude, which makes the surface aesthetic and uniform.
The lifting and lowering of the structure in the case of 2 and 3-row tribunes is done manually, with the use of a locking mechanism in the upper
position, while in the case of 4 and 5-row stands, it is carried out by a 230V 400 W electric motor, driving the roller and cable lifting system.

CLOSED

EQUIPMENT OPTIONS

Height of the last
row

Depth from Overall
the wall
height

Stairs

Upholstery
pads

Electric drive

2 rows

1223 mm

400 mm

287 mm

1392 mm

200 mm

Option

Option

3 rows

1884 mm

800 mm

358 mm

2015 mm

200 mm

Option

Option

4 rows

2584 mm

1200 mm

429 mm

2646 mm

200 mm

Option

Standard
230V, 400W

5 rows

3284 mm

1600 mm

500 mm

3280 mm

200 mm

Option

Standard
230V, 400W

M ( 1 : 35 )
2710

Depth from
the wall

3280

OPEN

1223

2000

1392

400

200

1220

400

700

287

3320

280

498

86

700

Access to the stand through additional steps.
Seats can be equipped with upholstery pads.

3600

700

700

1497

Complete offer available on our website: www.sportplus.com.pl
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Telescopic tribune with plastic seats with backrest, type TT-BETA-PN and TT-BETA-PW
Purpose: Indoor facilities - sports, entertainment and gymnasium halls.
The tribune consists of modules individually tailored for each facility. The maximum width of the module is 6 m, and the number of rows ranges
from 3 to 16. The module’s structure is made of powder coated steel proﬁles.
Platforms made of 18 mm thick board (optionally non-slip). Additional intermediate steps ﬁnished with corrugated aluminum sheet. Safe wheels
with bearings with a polypropylene race ensure smooth operation during sliding and sliding, while eliminating the risk of damaging the ﬂoor.
A modern, safe and easy, friction-free method of unfolding and folding (one person is enough to operate the tribune in this area). Seats with a
backrest of 11 cm or 25 cm. Any possibility of color conﬁguration (selection of colors according to the RAL palette): the surface of metal parts,
the color of the railings, the color of the seats, the tribune panel panels.
3200

3200

1200

175

350

175

700

300

350

350

175

300

1650

475

350

1050
175

350

475

700

850

850

Row No.

1650

2177

1200

3

4

5

6

7

8

9

10

11

12

13

14

15

16

Depth of the tribune - open position (cm)

225

320

405

490

575

660

745

830

915

1000

1085

1170

1255

1340

Depth of the tribune - closed position (cm)

120

120

120

120

120

120

120

120

120

120

120

120

120

120

Height of the last platform (cm)

70

105

140

175

210

245

280

315

350

385

420

455

490

525

Average number of seats per 1 m

5,3

7,0

8,7

10,4

12,1

13,7

15,4

17,1

18,8

20,5

22,2

23,8

25,5

27,2

Parameters

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be inﬂuenced by the local conditions, arrangement of seats, number of entrances, etc.
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Telescopic tribune with bench seats, type TT-BETA-L
Purpose: Indoor facilities - sports, entertainment and gym halls.
A bench seat, made of plywood 18 mm thick, 300 mm wide. The last row is equipped with a 220 mm wide backrest. Modular structure (module
K ( 1 : 25 )
B ( 1 : 50 )
lengths 300 cm, 350 cm, 400 cm, 450 cm, 500 cm,
550 cm, 600 cm). Platforms made of anti-skid plate, 18 mm thick (other Jtypes
( 1 :of25ﬁnish
)
available on request). Steps are ﬁnished with corrugated aluminum sheet. Safe wheels with bearings with a polypropylene race ensure smooth
operation during sliding and sliding, while eliminating the risk of damaging the ﬂoor. A modern, safe and easy, friction-free method of unfolding
and folding (one person is enough to operate the tribune in this area). Any possibility of color conﬁguration (choice of colors according to the RAL
palette): the surface of metal parts, the color of the railings, panel panels of the tribune.

2777 (4 rzędy)

2000

1187

420

795

300

303

Parameters

Row No.

3

4

5

6

7

8

9

10

11

12

228

308

387

467

546

626

705

785

864

952

Depth of the tribune - closed position (cm)

119

119

119

119

119

119

119

119

119

119

Height of the last platform (cm)

60

90

120

150

180

210

240

270

300

Average number of seats per 1 m

5,3

7,0

8,7

10,4

12,1

13,7

15,4

17,1

18,8

Depth of the tribune - open position (cm)

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be inﬂuenced by the local
conditions, arrangement of seats, number of entrances, etc.
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Fixed tribune with plastic seats, type TWZ

1950

Purpose: Indoor facilities - sports, entertainment and gym halls.
Steel structure, made of steel closed proﬁles (transverse frames, connectors, supports for seats), powder coated. The steel structure is invisible
apart from the railings. Platforms and stairs made of non-slip plywood or a board covered with anti-slip PVC lining with decorative aluminum
angles. Risers made of HDF furniture boards.
Seat type: bench or plastic, without a backrest, with a backrest height of 25 cm or 32 cm. Any color conﬁguration (color selection according to
the RAL palette): the color of the railings, the color of the seats, the panel panels of the tribune.
If necessary, grilles and air vents can be installed in the vertical plates.

1050

175

350

700

175

400

475

850

850

420

2120

Parameters

Row No.

2

3

4

5

6

7

8

Tribune depth (cm)

127

212

297

382

467

552

637

Height of the last platform (cm)

70

105

140

175

210

245

280

Avg number of seats per 1 linear
meter *

~3,5

~5

~6,5

~8

~9,5 ~11

~12,5

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced
by the local conditions, arrangement of seats, number of entrances, etc.
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Fixed tribune with plastic seats and a riser, type TWP

Purpose: Closed facilities - sports, entertainment and gym halls.
Steel structure, made of steel closed proﬁles (transverse frames, brackets for seats), transverse frame connectors in the form of plate girders,
all steel elements are powder coated. Platforms made of 18 mm anti-skid plywood, brown in color, 18 mm HDF furniture boards, covered with
anti-skid PVC, ﬁxed with decorative aluminum angles. Other types of platform materials are available on request, e.g. a lath platform (as in the
photo below).
Seat type: plastic, in variants without a backrest, with a backrest height of 25 cm or 32 cm. Any possibility of color conﬁguration (selection of
colors according to the RAL palette): the surface of metal parts, the color of the railings, the color of the seats, the tribune panel panels.

Fixed tribune with bench seats, type TWL

Purpose: Indoor facilities - sports, entertainment and gym halls.
Steel structure, made of steel closed proﬁles (transverse frames, connectors, brackets for seats), powder coated. Platforms made of anti-slip
plywood or HDF 18 mm furniture boards, covered with anti-slip PVC, ﬁxed with decorative aluminum angles. Bench seats made of solid wood,
beech or pine, 3 x 20 x 100 mm, the last row is equipped with backrests as standard, optionally the backrests can be in each row (photo below).
Rear transport wheels available as an option.
Any possibility of color conﬁguration (selection of colors according to the RAL palette): the surface of metal parts, the color of the railings, the
color of the seats, the tribune panel panels.

2120

1093

200
850

Row No.

755

850

2

3

4

5

6

7

8

Tribune depth (cm)

127

212

297

382

467

552

637

Height of the last platform (cm)

20

40

Avg number of seats per 1 linear
meter *

~3,5

~5

Parameters

60

80

~6,5 ~8

100

~9,5

120

140

~11 ~12,5

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced by the local conditions, arrangement of seats, number of entrances, etc.
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200

450

200

450

420

475

420

925

1648

455

Parameters

Row No.

2

3

4

5

6

7

8

Tribune depth (cm)

109

185

261

337

413

489

565

Height of the last platform (cm)

20

40

60

80

100

120

140

Avg number of seats per 1 linear
meter

~3,5

~5

~6,5

~8

~9,5 ~11

~12,5

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced
by the local conditions, arrangement of seats, number of entrances, etc.

Complete offer available on our website: www.sportplus.com.pl
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Tribunes | Special tribunes

Fixed, special tribune, slantwise adapted
Purpose: Indoor facilities - sports, entertainment and gym halls.
A special model of the tribune, mounted on the slanting beams of the sports hall. The entire load-bearing structure is adapted to the architectural
solutions used in the building. Steel structure, made of steel closed proﬁles (transverse frames, connectors, supports for seats), powder coated.
Platforms made of HDF furniture boards, equipped with anti-slip PVC lining with decorative aluminum angles. Any possibility of color conﬁguration (selection of colors according to the RAL palette): the surface of metal parts, the color of the railings, the color of the seats, the tribune
panel panels.

Fixed, special tribune, with plastic seats and a riser - placed on a raised platform, equipped
with writing desks
Purpose: Indoor facilities - sports, entertainment and gym halls.
A special model of the tribune mounted on a raised platform, additionally equipped with a bracket with a desktop. Wooden desk, folded and
unfolded by hand. Steel structure, made of steel closed proﬁles (transverse frames, connectors, supports for seats), powder coated. Platforms
made of HDF furniture boards, equipped with anti-slip PVC lining with decorative aluminum angles. The entire structure (sides, back, stands) is
equipped with safety barriers. Any possibility of color conﬁguration (selection of colors according to the RAL palette): the surface of metal parts,
the color of the railings, the color of the seats, the tribune panel panels.

Parameters

Row No.

Height of the last platform (cm)
Avg number of seats per 1 linear meter *

2

3

4

5

6

7

8

20

40

60

80

100

120

140

~3,5

~5

~6,5

~8

~9,5 ~11

~12,5

Row No.

2

3

4

5

6

7

8

Tribune depth (cm)

128

213

298

383

468

553

638

Height of the last platform (cm)

20

40

60

80

100

120

140

~3,5

~5

Parameters

Avg number of seats per 1 linear meter *

~6,5 ~8 ~9,5 ~11 ~12,5

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced
by the local conditions, arrangement of seats, number of entrances, etc.

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced
by the local conditions, arrangement of seats, number of entrances, etc.
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Fixed tribune with plastic seats, type TZ

1843

Purpose: Outdoor facilities - sports ﬁelds, stadiums.
The structure of the stationary tribune is made of steel proﬁles, protected against weather conditions by hot-dip galvanizing. The stands are
made of hot-dip galvanized steel gratings of the Vema type (optionally other solutions, such as corrugated sheet, are available).
The tribune is equipped with side and rear safety rails (standard powder coated in orange - RAL 2004). Any color conﬁguration (color selection
according to the RAL palette): the surface of metal parts, the color of the barriers, the color of the seats.
Plastic (polypropylene) seats without a backrest 11 cm, in a variant with a backrest height of 25 or 32 cm. With a certiﬁcate of ﬂame retardance, toxicity and durability. Reinforced supporting structure with additional ribs under the seat and a double back wall maximize durability and
prevent vandalism. Resistant to UV radiation and temperature. Equipped with a water drainage hole and a place for a plate with the seat number.

850

150

300

465

150

465

475

850
2120

Row No.

2

3

4

5

6

7

8

Tribune depth (cm)

127

212

297

382

467

552

637

Height of the last platform (cm)

30

60

90

120

150

180

210

~3,5

~5

~6,5

~8

Parameters

Avg number of seats per 1 linear meter*

~9,5 ~11 ~12,5

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced
by the local conditions, arrangement of seats, number of entrances, etc.
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Tribunes | Tribunes for outdoor facilities

Fixed tribune, equipped with a straight roof, type TDF
Purpose: Outdoor facilities - sports ﬁelds, stadiums.
The tribune is available from 2 to 6 rows. The structure of the tribune is made of steel proﬁles, protected against weather conditions by hot-dip
galvanizing. The roof covering is made of 12 mm thick cell polycarbonate, with a 2xUV coating. The stands are made of hot-dip galvanized steel
gratings of the Vema type. The frame of the roof structure consists of two parts, it is screwed to the transverse frames of the tribune and
anchored directly to the ground (concrete foundations). Plastic seats (ﬂame retardant design) available in three types: without backrest, with
medium backrest and with high backrest. Resistant to UV radiation and temperature. Equipped with a water drainage hole and a place for a plate
with the seat number.

30000

For the installation of the roofed tribune, it is necessary to make solid foundation footings or a foundation slab. We provide support in matters of obtaining a
building permit.

D ( 1 : 30 )

3 rows tribune

2976
3000

3425

9°

2 rows tribune

150

300

300

490

850

100

850

300

Complete offer available on our website: www.sportplus.com.pl
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Tribunes | Tribunes for outdoor facilities
Fixed, roofed tribune, TDA type, arched roof slope
Purpose: Outdoor facilities - sports ﬁelds, stadiums.
Roofed permanent tribune, 3 or 4 rows, for an outdoor pitch with plastic seats and a cellular polycarbonate cover. The structure of the tribune is
made of steel proﬁles, protected against weather conditions by hot-dip galvanizing. Roof covering made of colorless polycarbonate plates, 8 mm
thick, with a 2xUV coating, arched.
The frame of the roof structure consists of two parts, it is screwed to the transverse frames of the tribune and anchored directly to the ground
(concrete foundations). The entire structure is protected against corrosion by hot-dip galvanizing.
Plastic seats (flame resistant) offered in three types: without backrest, with medium backrest and with high backrest.
Each tribune is also equipped with intermediate steps and safety barriers.

Trybuna 6-rzędowa

5930
6000

280

280

4333

5267

9°

We implement individual grandstand rooﬁng projects for outdoor facilities. The structure of the roof and the materials used are identical, the
main difference is the installation of the roof, which is attached directly to the foundation.

850

850

850

850

690

810

4900
5135
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The tribune with the possibility of disassembly, mobile, TMZ type
Purpose: Outdoor facilities - sports ﬁelds, stadiums.
The tribune is designed for quick assembly and disassembly, ﬂexible in the conﬁguration of the audience. The modular structure (the use of
transverse frames) allows the tribune to be unfolded without additional mechanical elements. The design of the system also protects against
theft of elements or other unauthorized interference in the structure of the tribune. The structure of the stationary tribune is made of closed
steel proﬁles, protected against weather conditions by hot-dip galvanizing.
The tribunes are made of hot-dip galvanized steel platform gratings of VEMA type (optionally other solutions, such as corrugated sheet, are
available). The tribune is equipped with side and rear safety rails (as standard, hot-dip galvanized, optional painting according to the RAL color
palette).
Seats: plastic (polypropylene) without a backrest 11 cm, in a variant with a backrest height of 25 or 32 cm. With a certiﬁcate of ﬂame retardance, toxicity and durability. Reinforced supporting structure with additional ribs under the seat and a double back wall maximize durability and
prevent vandalism. Resistant to UV radiation and temperature. Equipped with a water drainage hole and a place for a plate with the seat number.
2140

300

450

450

475

1145

Row No.

850

1995

2

3

4

5

6

7

8

Tribune depth (cm)

128

213

298

383

468

553

638

Height of the last platform (cm)

20

40

60

80

100

120

140

~3,5

~5

~6,5

~8

~9,5

~11

~12,5

Parameters

Avg number of seats per 1 linear meter *

Rooﬁng of existing sports stands
We design and manufacture roofs for existing stands, in the form of a structure installed to the existing concrete base, after prior checking the
strength of the existing structure. We adapt our system to the existing conditions.

* The average number of places given in the table may differ from the actual value in the ﬁnished project. It may be influenced
by the local conditions, arrangement of seats, number of entrances, etc.
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Tribunes | Seats

Seats
Seats are offered in several types: with low, medium and high back (in two variants).
All of them are made of polypropylene and are characterized by a solid support structure with additional ribbed reinforcements under the seat.
The double back wall signiﬁcantly increases the resistance of the seats to acts of vandalism.
The water is drained through a hole in the middle.
The seats are resistant to low and high temperatures and to UV radiation. All of them have a recess for attaching a number plate. Seat
approvals: ﬂame retardant, toxic, durable.
The basic colorus of the seats are green, blue, red and yellow. For large projects, colors are selected according to customer preferences.
14-20000-1

Low height seat,
low back 11 cm

14-20001-1

14-20003-3

Mid-height seat,
with a backrest height of 25 cm

High seat,
with a 32 cm high backrest

Seats on a free-standing structure
Seats screwed to the beam, available in three basic
variants: free-standing, ﬁxed to the ground and ﬁxed
directly to the step or wall.
Steel structure, hot-dip galvanized (for open
facilities) or powder coated (for closed facilities).
Plastic seats available in various colours. Seat
spacing: 50 cm (two seats per linear meter).
Typical lengths: 2 m, 2.5 m, 3 m.

14-20002-5

High seat,
with a 36 cm high backrest

14.107.1

Upholstered seat, gravity folded SPORT PLUS FLIP
The seat is intended for installation in high-class sports and entertainment facilities, as well as in cultural facilities (cinemas, theaters). The
gravity folding mechanism with a movable backrest ensures comfortable and ergonomic use with a signiﬁcant saving of space in the audience.
The supporting structure of the seat (80x40 mm) is made of steel elements, the backrest frame is made of sheet metal. All mechanical connections are made with polyamide plain bearings. The structure of the seat, backrest and armrest are made of waterproof plywood.
High backrest - 50 cm. Proﬁled seat ﬁlled with polyurethane foam. Armrest integrated with the seat. The whole is folded by gravity, placed on
a steel rail. The seat is available in two variants: as a portable, free-standing structure or intended for installation in sets - as an element of the
tribune or the audience, permanently installed.

Seats mounted on a portable structure
Seats screwed to the beam in the mobile variant.
The structure is equipped with brackets that stabilize
the whole. The brackets are equipped with holes
enabling, if necessary, the assembly of the bench to
the ground.
14.108M.PN11

Seats ﬁxed to the ground
Seats screwed to the beam in a variant mounted to
the ground.
14.108G.PN11

Seats ﬁxed to the structure
The seats are bolted to a steel beam, which is
mounted directly to the object - wall or steps.
The type of fastening used eliminates the structural
elements ﬁxed to the ground, which may be in the
way, for example, during cleaning works.
14.108K.PN11
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Folding auditorium seat SPORT PLUS FLIP College

Folding auditorium seat SPORT PLUS SPRING-UP College

The seat is intended for installation in high-class auditoriums and sports
facilities. Due to the appropriate proﬁling, the seat and backrest allow for
adequate comfort of use. The gravity folding mechanism with a movable
backrest ensures comfortable and ergonomic use with a signiﬁcant saving
of space in the audience.

The seat is intended for installation in sports and entertainment facilities, as
well as in cultural facilities (cinemas, theaters). Ergonomic and compact, it
allows the maximum use of the auditorium space. The seat is designed to be
installed in sets - as an element of the tribune or the audience, permanently
installed.

The supporting structure is made of a rectangular proﬁle 60x30x2 mm.
The entire structure is powder coated from the standard color palette
- you can choose a colour from the RAL palette. The seat is made of
beech plywood with a thickness of 12 mm, ergonomically proﬁled, painted with a colorless varnish, folded by gravity. All mechanical connections are made with the use of polyamide slide bearings (no mechanical
contact between metal and metal), which ensures long-term durability of
the folding system, as well as quiet and trouble-free use of the chair.

The seat structure is made of steel elements, powder coated. Leg made
of square proﬁle 60x30 mm. The axial distance of the seats: 525 mm.
Optional equipment with a foldable desktop. Seat and backrest made of 12
mm proﬁled beech plywood. Flame-retardant, certiﬁed upholstery and ﬁlling
materials.
Backrest height: 47 cm
The total height of the armchair: 96 cm
Seat depth: 30 cm (seat lowered), 60 cm (when raised)
The whole is spring-folded - smooth and quiet operation thanks to the use of
slide bearings)

The backrest has an ergonomic, contoured shape - rounded in the vertical plane. Seats and backrests can be made with a 4.5 mm thick beech
plywood upholstery, covered with T35 polyurethane foam 2 cm thick.
The overlays can be covered with upholstery fabric or ecological leather
(type and color of the material to be agreed). There is a possibility of
numbering, embroidery or logotype.

14.107.2

108

14.107.3

The backrest has an ergonomic, contoured shape - rounded in the vertical
plane. Seats and backrests can be made with upholstery pads made of
beech plywood, 4.5 mm thick, covered with T35 polyurethane foam, 2 cm
thick. The overlays can be covered with upholstery fabric or ecological
leather (type and color of the material to be agreed). There is a possibility of
numbering, embroidery or logotype.

Complete offer available on our website: www.sportplus.com.pl
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We provide comprehensive equipment for all types
of sports facilities, both indoor and outdoor.
A dedicated design department and our own
production facilities allow us to carry out the entire
process, from the necessary measurements to
complete equipment of a given facility, including
the delivery and assembly of the equipment.
In addition to our own production equipment, we also
offer accessories from global manufacturers of sports
equipment. We work with the largest distributors in the
country, providing a range of sports for institutions and
individual recipients.
GYMNASTIC HALL - WARSAW

SPORTS HALL - KUTNA HORA

CROSS PARK- MYŚLENICE

SPORTS HALL IN CRACOW - OS. KLINY

110

HUTNIK STADIUM IN CRACOW
Complete offer available on our website: www.sportplus.com.pl
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SPORTS HALL - JAŚLANY

SPORTS HALL - LÁZNĚ BOHDANEČ - CZECH REPUBLIC

GYMNASTIC HALL - PONICE gm. RABKA ZDRÓJ

”TEATR ANIMACJI” - POZNAŃ - TRIBUNES WITH CHAIRS, STAGE CONSTRUCTION, CURTAINS

112

TELESCOPIC STAND AT THE SWIMMING POOL - NOWA SÓL

ROOFED TRIBUNES - DZIERGOWICE GMINA BIERAWA
Complete offer available on our website: www.sportplus.com.pl
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SPECIAL TRIBUNE - TULIPAN HOUSE WARSAW

AUDITORY TRIBUNE - PRZECŁAW gm. KOŁBASKOWO

LECTURE HALL - AGH CRACOW

MINI COURT - SKAWINA

TEAM SHELTERS - PIAST GLIWICE

114

SPORTS FIELD - STRÓŻA gm. PCIM
Complete offer available on our website: www.sportplus.com.pl
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Basketball

Hall volleyball

116

Tennis

Beach volleyball

Complete offer available on our website: www.sportplus.com.pl
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Handball

NOTES

Football

Color palette in which metal structures are painted as standard (other colors on request).
Light gray RAL 7035

Dark grey RAL 7016

Graphite RAL 7024

Orange RAL 2004

Light blue RAL 5015

Yellow RAL 1023

Black RAL 9005

Alpine white RAL 9010

Red RAL 3020

Blue RAL 5010

Dark green RAL 6005

Green RAL 6029

Pure white RAL 9016

Aluminium RAL 9006 (metalic)

Dark Blue RAL 5022

extra fee

Note: the colors presented above are illustrative colors and do not refect the actual colors in which the elements are painted. In order to accurately determine the colors, use the original RAL pattern.
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